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Combination 
Starters - Through 
the Door Operated

Smart and
cost effective…
for any application

Sprecher + Schuh’s through-the-
door operated combination starters 
represent an economical alternative 
to the classic flange-operated combo 
solution. It is designed to meet rigid 
UL/NEC withstand specifications. 
Sprecher + Schuh has been building 
custom control panels with this design 
for years. Experience the durability of 
this product!

Starting with the best
At the heart of all combination 
starters is the Sprecher + Schuh CAT7 
and CAT9 line of motor starters. 
These starters are compact and offer 
intermediate sizes to better match 
specific motor requirements. This 
equates to generous wiring space and 
less wasted horsepower capacity.

Top line protection…
Combination starters are equipped with 
Sprecher + Schuh’s premium CEP7 
solid state overload relay standard. 
Unlike traditional overload relays that 
indirectly sense motor current through 
heater elements, CEP7 solid state 
overload relays measure motor current 
directly through integrated current 
transformers and on board electronics. 
The electronics provide numerous 
advantages over electromechanical 
relays. Alternatively, the CT7N 
Thermal Overload Relay may also be 
selected.

Choice of Enclosures
Available enclosures include;
• Type 1  General Purpose
• Type 3R  Raintight
• Type 12  Dusttight
• Type 4  Watertight
• Type 4X  Corrosion Resistant

Choice of Disconnect
• Choices for disconnect include: 
• Thermal Magnetic Molded Case 

Circuit Breaker (MCCB)
• L11 fusible or non-fusible 

Disconnect switch
• Motor Circuit Controller (Section F)

Thermal Magnetic Molded 
Case Circuit Breaker 
(MCCB)
The through-the-door operated 
combo MCCB is available to meet UL 
short circuit withstand specifications. 
An MCCB prevents single phasing 
by simultaneously opening all three 
phases when a fault occurs in any one 
phase. An MCCB can often be reset 
after the fault has been cleared.

Disconnect Switches
The through-the-door operated combo 
is available with the L11disconnect 
switch. A mechanical door interlock 
system prevents the door from being 
opened when the disconnect is 
closed, and conversely, prevents the 
disconnect from being closed when 
the door is open. Both functions can 
be defeated for test and maintenance 
purposes. Other safety features 
include padlock provisions and a high 
visibility operating handle.

The L11 disconnect switch has a quick 
make/quick break, non-teasing action. 
The L11 fusible switch is suitable for 
interrupting up to 100,000 amperes 
when class “J” fuses are used. All L11 
disconnect switches conform to UL 98 
standards.
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Discount Schedule B7

Maximum Horsepower
Three Phase MCCB 

Amps

Open Type 

200V 230V 460V 575V Catalog No. ➌ Price

2 2 5 ~ 15 CAT7-9-✱-◆-TB15-BP 774.27
2 2 5 5 15 CAT7-9-✱-◆-TBH15-BP 909.02
~ ~ ~ 7.5 20 CAT7-9-✱-◆-TBH20-BP 909.02
3 3 7.5 ~ 20 CAT7-12-✱-◆-TB20-BP 811.59
3 3 7.5 10 20 CAT7-12-✱-◆-TBH20-BP 947.37
~ 5 10 ~ 30 CAT7-16-✱-◆-TB30-BP 848.91
5 ~ ~ ~ 35 CAT7-23-✱-◆-TB35-BP 887.25
5 ~ ~ 15 35 CAT7-23-✱-◆-TBH35-BP 1023.03
~ 7.5 15 ~ 40 CAT7-23-✱-◆-TB40-BP 887.25
~ ~ ~ 20 40 CAT7-30-✱-◆-TBH40-BP 1137.05
7.5 10 20 25 ➋ 50 CAT7-30-✱-◆-TB50-BP 1001.27
7.5 10 20 25 50 CAT7-30-✱-◆-TBH50-BP 1137.05
10 10 25 30 ➋ 50 CAT7-37-✱-◆-TB50-BP 1038.58
10 10 ~ 30 50 CAT7-37-✱-◆-TBH50-BP 1174.37
~ ~ 30 ~ 70 CAT7-43-✱-◆-TB70-BP 1075.90
~ 15 ~ ~ 80 CAT7-43-✱-◆-TB80-BP 1075.90

➌ 
15 20 40 40 ➋ 80 CAT7-55-✱-◆-TB80-BP 1249.00
15 20 40 40 80 CAT7-55-✱-◆-TBH80-BP 1383.74
~ ~ ~ 40 ➋ 80 CAT7-60-✱-◆-TB80-BP 1280.09
~ ~ ~ 40 80 CAT7-60-✱-◆-TBH80-BP 1415.87
15 20 40 50 ➋ 100 CAT7-60-✱-◆-TB100-BP 1280.09
15 20 40 50 100 CAT7-60-✱-◆-TBH100-BP 1415.87
20 25 50 60 ➋ 125 CAT7-72-✱-◆-TB125-BP 1318.44
~ 25 ~ 60 125 CAT7-72-✱-◆-TBH125-BP 1454.23
25 30 60 ~ 125 CAT7-85-✱-◆-TB125-BP 1809.75
~ 30 ~ 75 ➋ 125 CAT7-97-✱-◆-TB125-BP 2201.55
~ 30 ~ 75 125 CAT7-97-✱-◆-TBH125-BP 2339.40

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 with Thermal-Magnetic Circuit Breaker  ➊

Open Type Combination Starters
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC coils. For DC 
coils, select Coil Code from the DC Coil Code table on page C104 and follow the instruc-
tions for modifying Catalog Numbers.

➊ Open type combination starters are limited to standard coils, overload selections, and 
modifications listed on this page. Contact factory for additional modifications.

➋ Applicable to 600Y/347V only. Refer to page C61 for 600V Delta enclosed solution. 
Contact your Sprecher + Schuh representative for an open type delta solution.

➌ Selections above the orange line should consider an E-Combo starter. See page F58.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay

See page C104 
See pages C105-C106

Open Combination Starters include  
the following:
• CA7 Contactor with 1 Normally Open 

Auxiliary contact
• CEP7 Overload Relay
• Thermal Magnetic Circuit Breaker
• 19 x 5.25” 12 gauge steel back pan 

with black polyester powder paint 
finish

Modifications (Factory Assembled) ➊ 

Description

Add Suffix 
to Catalog 
Number

Price 
Adder

CA7 Auxiliaries & Trip  
Contacts - Side Mount

1 NO Auxiliary
1 NC Auxiliary

-L10
-L01

45.99

1 NO + 1 NC Auxiliary
2 NO Auxiliaries
2 NC Auxiliaries

-L11
-L20
-L02

58.25

 

483mm
(19")

133mm
(5.25")

465mm MTG. CTR.
(18.30")

14

13
NO

T3T2T12 4 6

L3L2L11 3 5

2 4 6T1 T2 T3

57mm MTG. CTR.
(2.25")
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Discount Schedule B7

Maximum Horsepower
Three Phase

MCCB 
Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion  
Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT
2 2 5 ~ 15 7-9-✱-◆-TB15G0 1260.40 C2 7-9-✱-◆-TB15D0 1470.81 C3 7-9-✱-◆-TB15W0 2186.01 C2 7-9-✱-◆-TB15C0 1638.72 V2

3 3 7.5 ~ 20 7-12-✱-◆-TB20G0 1302.89 C2 7-12-✱-◆-TB20D0 1513.31 C3 7-12-✱-◆-TB20W0 2227.47 C2 7-12-✱-◆-TB20C0 1681.22 V2

~ 5 10 ~ 30 7-16-✱-◆-TB30G0 1344.35 C2 7-16-✱-◆-TB30D0 1554.77 C3 7-16-✱-◆-TB30W0 2268.93 C2 7-16-✱-◆-TB30C0 1722.68 V2

5 ~ ~ ~ 35 7-23-✱-◆-TB35G0 1386.86 C2 7-23-✱-◆-TB35D0 1596.23 C3 7-23-✱-◆-TB35W0 2311.42 C2 7-23-✱-◆-TB35C0 1765.18 V2

~ 7.5 15 ~ 40 7-23-✱-◆-TB40G0 1386.86 C2 7-23-✱-◆-TB40D0 1596.23 C3 7-23-✱-◆-TB40W0 2311.42 C2 7-23-✱-◆-TB40C0 1765.18 V2

~ ~ ~ 20 ➌ 40 7-30-✱-◆-TB40G0 1513.31 C2 7-30-✱-◆-TB40D0 1765.18 C3 7-30-✱-◆-TB40W0 2437.87 C2 7-30-✱-◆-TB40C0 1890.60 V2

7.5 10 20 25 ➌ 50 7-30-✱-◆-TB50G0 1513.31 C2 7-30-✱-◆-TB50D0 1765.18 C3 7-30-✱-◆-TB50W0 2437.87 C2 7-30-✱-◆-TB50C0 1890.60 V2

10 ~ 25 30 ➌ 60 7-37-✱-◆-TB60G0 1554.77 C2 7-37-✱-◆-TB60D0 1807.68 C3 7-37-✱-◆-TB60W0 2480.38 C2 7-37-✱-◆-TB60C0 1933.10 V2

~ ~ 30 ~ 70 7-43-✱-◆-TB70G0 1596.23 C2 7-43-✱-◆-TB70D0 2017.05 C3 7-43-✱-◆-TB70W0 2521.84 C2 7-43-✱-◆-TB70C0 2186.01 V2

~ 15 ~ ~ 80 7-43-✱-◆-TB80G0 1596.23 C2 7-43-✱-◆-TB80D0 2017.05 C3 7-43-✱-◆-TB80W0 2521.84 C2 7-43-✱-◆-TB80C0 2186.01 V2

15 20 40 40 ➌ 80 7-55-✱-◆-TB80G0 1669.82 C2 7-55-✱-◆-TB80D0 2089.61 C3 7-55-✱-◆-TB80W0 2636.89 C2 7-55-✱-◆-TB80C0 2258.56 V2

~ ~ ~ 40 ➌ 80 7-60-✱-◆-TB80G0 1722.68 D3 7-60-✱-◆-TB80D0 2143.51 Q 7-60-✱-◆-TB80W0 2689.75 Q 7-60-✱-◆-TB80C0 2311.42 W2

15 20 40 50 ➌ 100 7-60-✱-◆-TB100G0 1722.68 D3 7-60-✱-◆-TB100D0 2143.51 Q 7-60-✱-◆-TB100W0 2689.75 Q 7-60-✱-◆-TB100C0 2311.42 W2

20 25 50 60 ➌ 125 7-72-✱-◆-TB125G0 2268.93 D3 7-72-✱-◆-TB125D0 2732.24 Q 7-72-✱-◆-TB125W0 2797.55 Q 7-72-✱-◆-TB125C0 2858.71 W2

25 30 60 ~ 125 7-85-✱-◆-TB125G0 2311.42 D3 7-85-✱-◆-TB125D0 3705.53 Q 7-85-✱-◆-TB125W0 3783.27 Q 7-85-✱-◆-TB125C0 2899.12 W2

~ ~ ~ 75 ➌➍ 150 7-97-✱-◆-TB150G0 2715.66 D3 7-97-✱-◆-TB150D0 4109.77 Q 7-97-✱-◆-TB150W0 4188.54 Q 7-97-✱-◆-TB150C0 3303.36 W2

30 ➍ ~ 75 ➍ ~ 175 7-97-✱-◆-TB175G0 2715.66 D3 7-97-✱-◆-TB175D0 4109.77 Q 7-97-✱-◆-TB175W0 4188.54 Q 7-97-✱-◆-TB175C0 3303.36 W2

30 ~ 75 ~ 175 9-116-✱-◆-TB175G0 ➎ 3993.69 E2 9-116-✱-◆-TB175D0 ➎ 4514.01 R2 9-116-✱-◆-TB175W0 ➎ 4688.15 R2 9-116-✱-◆-TB175C0 ➎ 7118.77 X1

~ 40 ~ 100➌ 200 9-116-✱-◆-TB200G0 ➎ 3993.69 E2 9-116-✱-◆-TB200D0 ➎ 4514.01 R2 9-116-✱-◆-TB200W0 ➎ 4688.15 R2 9-116-✱-◆-TB200C0 ➎ 7118.77 X1

40 ~ 100 125➌ 225 9-146-✱-◆-TB225G0 ➎ 4632.18 G 9-146-✱-◆-TB225D0 ➎ 5236.46 R2 9-146-✱-◆-TB225W0 ➎ 5438.58 R2 9-146-✱-◆-TB225C0 ➎ 8257.89 X1

~ 50 ~ ~ 250 9-146-✱-◆-TB250G0 ➎ 4632.18 G 9-146-✱-◆-TB250D0 ➎ 5236.46 T 9-146-✱-◆-TB250W0 ➎ 5438.58 T 9-146-✱-◆-TB250C0 ➎ 8257.89 X1

50 60 125 150 300 9-190-✱-◆-TB300G0 ➎ 4746.19 H 9-190-✱-◆-TB300D0 ➎ 5209.51 T 9-190-✱-◆-TB300W0 ➎ 5518.39 T 9-190-✱-◆-TB300C0 ➎ 7372.72 X1

60 75 150 200 350 9-205-✱-◆-TB350G0 ➎ 7915.84 H 9-205-✱-◆-TB350D0 ➎ 9099.54 H 9-205-✱-◆-TB350W0 ➎ 9263.31 H 9-205-✱-◆-TB350C0 ➎ 10104.96 A2

75 ~ 175 ~ 400 9-265-✱-◆-TB400G0 ➎ 8785.48 H 9-265-✱-◆-TB400D0 ➎ 10084.23 H 9-265-✱-◆-TB400W0 ➎ 10727.90 H 9-265-✱-◆-TB400C0 ➎ 10781.80 A2

100 200 250 450 9-265-✱-◆-TB450G0 ➎ 9376.29 H 9-265-✱-◆-TB450D0 ➎ 10675.04 H 9-265-✱-◆-TB450W0 ➎ 11318.72 H 9-265-✱-◆-TB450C0 ➎ 11367.43 Y1

100 ~ ~ ~ 500 9-305-✱-◆-TB500G0 ➎ 10285.32 I 9-305-✱-◆-TB500D0 ➎ 11092.75 W 9-305-✱-◆-TB500W0 ➎ 11972.75 J 9-305-✱-◆-TB500C0 ➎ 12707.64 Y1

~ 125 250 300 600 9-305-✱-◆-TB600G0 ➎ 10285.32 I 9-305-✱-◆-TB600D0 ➎ 11092.75 W 9-305-✱-◆-TB600W0 ➎ 11972.75 J 9-305-✱-◆-TB600C0 ➎ 12707.64 Y1

~ ~ ~ 350 600 9-370-✱-◆-TB600G0 ➎ 11828.68 I 9-370-✱-◆-TB600D0 ➎ 12757.40 W 9-370-✱-◆-TB600W0 ➎ 13768.00 J 9-370-✱-◆-TB600C0 ➎ 14613.79 Y1

125 150 300 ~ 700 9-370-✱-◆-TB700G0 ➎ 11828.68 I 9-370-✱-◆-TB700D0 ➎ 12757.40 W 9-370-✱-◆-TB700W0 ➎ 13768.00 J 9-370-✱-◆-TB700C0 ➎ 14613.79 Y1

125 150 ~ 400 700 9-400-EI-✱-◆-TB700G0 12374.92 J 9-400-EI-✱-◆-TB700D0 13078.72 J 9-400-EI-✱-◆-TB700W0 14204.37 J 9-400-EI-✱-◆-TB700C0 14485.26 Y1

~ ~ 350 ~ 800 9-400-EI-✱-◆-TB800G0 12374.92 J 9-400-EI-✱-◆-TB800D0 13078.72 J 9-400-EI-✱-◆-TB800W0 14204.37 J 9-400-EI-✱-◆-TB800C0 14485.26 Y1

150 ~ ~ ~ 800 9-460-EI-✱-◆-TB800G0 14974.49 J 9-460-EI-✱-◆-TB800D0 15825.48 J 9-460-EI-✱-◆-TB800W0 17186.41 J 9-460-EI-✱-◆-TB800C0 17527.42 Y1

~ 200 400 500 1000 9-460-EI-✱-◆-TB1000G0 14974.49 J 9-460-EI-✱-◆-TB1000D0 15825.48 J 9-460-EI-✱-◆-TB1000W0 17186.41 J 9-460-EI-✱-◆-TB1000C0 17527.42 Y1

200 ~ ~ 600 1000 9-580-EI-✱-◆-TB1000G0 19466.74 R/F 9-580-EI-✱-◆-TB1000D0 20572.70 R/F 9-580-EI-✱-◆-TB1000W0 22343.06 R/F 9-580-EI-✱-◆-TB1000C0 22785.66 R/F

~ 250 500 ~ 1200 9-580-EI-✱-◆-TB1200G0 19466.74 R/F 9-580-EI-✱-◆-TB1200D0 20572.70 R/F 9-580-EI-✱-◆-TB1200W0 22343.06 R/F 9-580-EI-✱-◆-TB1200C0 22785.66 R/F

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 & CAT9 with Thermal-Magnetic Circuit Breaker

Through-the-door Operator Combination Starters
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC coils. For 
DC coils, select Coil Code from the DC Coil Code table on page C104 and follow the 
instructions for modifying catalog numbers.

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an "R". 

Dimensions may change. For example number CAT7-30-✱-◆-TB50D0 becomes 
CAT7-30-✱-◆-TB50R0. Price remains the same.

➌ Applicable to 600Y/347V only. Refer to page C61 for 600V Delta solution.
➍ The short circuit and kAIC is relegated to the contactor’s 10kA. Contact your 

Sprecher + Schuh representative for a higher kAIC.
➎ CAT9-116…CAT9-370 starters are available with “EI” option for PLC interface. 

Change catalog number to include “-EI”. Example: CAT9-116-✱-◆-TB175G0 
becomes 
CAT9-116-EI-✱-◆-TB175G0.  See page C104 for price adder.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Maximum Horsepower
Three Phase

MCCB 
Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT
2 2 5 5 15 7-9-✱-◆-TBH15G0 1410.69 C2 7-9-✱-◆-TBH15D0 1622.14 C3 7-9-✱-◆-TBH15W0 2336.30 C2 7-9-✱-◆-TBH15C0 1789.02 V2

~ ~ ~ 7.5 20 7-9-✱-◆-TBH20G0 1410.69 C2 7-9-✱-◆-TBH20D0 1622.14 C3 7-9-✱-◆-TBH20W0 2336.30 C2 7-9-✱-◆-TBH20C0 1789.02 V2

3 3 7.5 10 20 7-12-✱-◆-TBH20G0 1453.19 C2 7-12-✱-◆-TBH20D0 1663.60 C3 7-12-✱-◆-TBH20W0 2377.76 C2 7-12-✱-◆-TBH20C0 1831.51 V2

5 ~ ~ 15 35 7-23-✱-◆-TBH35G0 1537.15 C2 7-23-✱-◆-TBH35D0 1737.19 C3 7-23-✱-◆-TBH35W0 2461.72 C2 7-23-✱-◆-TBH35C0 1915.48 V2

~ ~ ~ 20 40 7-30-✱-◆-TBH40G0 1663.60 C2 7-30-✱-◆-TBH40D0 1915.48 C3 7-30-✱-◆-TBH40W0 2588.17 C2 7-30-✱-◆-TBH40C0 2040.89 V2

7.5 10 20 25 50 7-30-✱-◆-TBH50G0 1663.60 C2 7-30-✱-◆-TBH50D0 1915.48 C3 7-30-✱-◆-TBH50W0 2588.17 C2 7-30-✱-◆-TBH50C0 2040.89 V2

10 ~ 25 30 60 7-37-✱-◆-TBH60G0 1705.06 C2 7-37-✱-◆-TBH60D0 1957.97 C3 7-37-✱-◆-TBH60W0 2630.67 C2 7-37-✱-◆-TBH60C0 2083.39 V2

15 20 40 40 80 7-55-✱-◆-TBH80G0 1820.11 C2 7-55-✱-◆-TBH80D0 2240.94 C3 7-55-✱-◆-TBH80W0 2787.18 C2 7-55-✱-◆-TBH80C0 2408.86 V2

~ ~ ~ 40 80 7-60-✱-◆-TBH80G0 1874.02 D3 7-60-✱-◆-TBH80D0 2293.81 Q 7-60-✱-◆-TBH80W0 2840.04 Q 7-60-✱-◆-TBH80C0 2461.72 W2

15 20 40 50 100 7-60-✱-◆-TBH100G0 1874.02 D3 7-60-✱-◆-TBH100D0 2293.81 Q 7-60-✱-◆-TBH100W0 2840.04 Q 7-60-✱-◆-TBH100C0 2461.72 W2

~ 25 ~ 60 125 7-72-✱-◆-TBH125G0 2419.22 D3 7-72-✱-◆-TBH125D0 2882.54 Q 7-72-✱-◆-TBH125W0 2948.88 Q 7-72-✱-◆-TBH125C0 3009.00 W2

~ ~ ~ 75 ➌ 150 7-97-✱-◆-TBH150G0 2865.96 D3 7-97-✱-◆-TBH150D0 4260.07 Q 7-97-✱-◆-TBH150W0 4338.84 Q 7-97-✱-◆-TBH150C0 3454.70 W2

30 ~ 75 ~ 175 9-116-✱-◆-TBH175G0 ➍ 4322.26 E2 9-116-✱-◆-TBH175D0 ➍ 4871.61 R2 9-116-✱-◆-TBH175W0 ➍ 5016.72 R2 9-116-✱-◆-TBH175C0 ➍ 7447.34 X1

~ 40 ~ 100 ➌ 200 9-116-✱-◆-TBH200G0 ➍ 4322.26 E2 9-116-✱-◆-TBH200D0 ➍ 4871.61 R2 9-116-✱-◆-TBH200W0 ➍ 5016.72 R2 9-116-✱-◆-TBH200C0 ➍ 7447.34 X1

40 ~ 100 125 ➌ 225 9-146-✱-◆-TBH225G0 ➍ 5013.61 G 9-146-✱-◆-TBH225D0 ➍ 5651.06 T 9-146-✱-◆-TBH225W0 ➍ 5818.98 T 9-146-✱-◆-TBH225C0 ➍ 8639.33 X1

Series CAT7 & CAT9 with Thermal-Magnetic Circuit Breaker - 600V Delta

Through-the-door Operator Combination Starters
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC coils. 
For DC coils, select Coil Code from the DC Coil Code table on page C104 and follow 
the instructions for modifying catalog numbers.

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace “D” in catalog number with an “R”. 

Dimensions may change. For example number CAT7-30-✱-◆-TBH50D0 becomes 
CAT7-30-✱-◆-TBH50R0. Price remains the same.

➌ The short circuit and kAIC is relegated to the contactor’s 10kA. Contact your 
Sprecher + Schuh representative for a higher kAIC.

➍ CAT9-116…CAT9-370 starters are available with “EI” option for PLC interface. 
Change catalog number to include “-EI”. Example: CAT9-116-✱-◆-TBH175G0 
becomes CAT9-116-EI-✱-◆-TBH175G0.  See page C104 for price adder.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Series CAUT7 & CAUT9 with Thermal-Magnetic Circuit Breaker

Through-the-door Operator Combination Starters - Reversing
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAUT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC coils. For 
DC coils, select Coil Code from the DC Coil Code table on page C104 and follow the 
instructions for modifying catalog numbers.

➊  Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace “D” in catalog number with an “R”. Dimen-

sions may change. For example number CAUT7-30-✱-◆-TB50D0 becomes CAUT7-
30-✱-◆-TB50R0. Price remains the same.

➌ Applicable to 600Y/347V only. Refer to page C63 for 600V Delta solution.
➍ The short circuit and kAIC is relegated to the contactor’s 10kA. Contact your Sprecher 

+ Schuh representative for a higher kAIC.
➎ CAUT9-116…CAUT9-370 starters are available with “EI” option for PLC interface. 

Change catalog number to include “-EI”. Example: CAUT9-116-✱-◆-TB175G0 
becomes CAUT9-116-EI-✱-◆-TB175G0.  See page C104 for price adder.

Maximum  
Horsepower
Three Phase MCCB 

Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion  
Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT
2 2 5 ~ 15 7-9-✱-◆-TB15G0 1672.93 D3 7-9-✱-◆-TB15D0 2186.01 Q 7-9-✱-◆-TB15W0 2480.38 Q 7-9-✱-◆-TB15C0 2017.05 V2

3 3 7.5 ~ 20 7-12-✱-◆-TB20G0 1755.85 D3 7-12-✱-◆-TB20D0 2268.93 Q 7-12-✱-◆-TB20W0 2563.30 Q 7-12-✱-◆-TB20C0 2102.05 V2

~ 5 10 ~ 30 7-16-✱-◆-TB30G0 1840.84 D3 7-16-✱-◆-TB30D0 2353.92 Q 7-16-✱-◆-TB30W0 2647.25 Q 7-16-✱-◆-TB30C0 2186.01 V2

5 ~ ~ ~ 35 7-23-✱-◆-TB35G0 1924.80 D3 7-23-✱-◆-TB35D0 2437.87 Q 7-23-✱-◆-TB35W0 2732.24 Q 7-23-✱-◆-TB35C0 2268.93 V2

~ 7.5 15 ~ 40 7-23-✱-◆-TB40G0 1924.80 D3 7-23-✱-◆-TB40D0 2437.87 Q 7-23-✱-◆-TB40W0 2732.24 Q 7-23-✱-◆-TB40C0 2268.93 V2

~ ~ ~ 20 ➌ 40 7-30-✱-◆-TB40G0 2134.18 D3 7-30-✱-◆-TB40D0 2647.25 Q 7-30-✱-◆-TB40W0 2941.63 Q 7-30-✱-◆-TB40C0 2480.38 V2

7.5 10 20 25 ➌ 50 7-30-✱-◆-TB50G0 2134.18 D3 7-30-✱-◆-TB50D0 2647.25 Q 7-30-✱-◆-TB50W0 2941.63 Q 7-30-✱-◆-TB50C0 2480.38 V2

10 ~ 25 30 ➌ 60 7-37-✱-◆-TB60G0 2260.63 D3 7-37-✱-◆-TB60D0 2773.71 Q 7-37-✱-◆-TB60W0 3068.08 Q 7-37-✱-◆-TB60C0 2605.79 V2

~ ~ 30 ~ 70 7-43-✱-◆-TB70G0 2403.67 D3 7-43-✱-◆-TB70D0 2916.75 Q 7-43-✱-◆-TB70W0 3210.07 Q 7-43-✱-◆-TB70C0 2748.83 V2

~ 15 ~ ~ 80 7-43-✱-◆-TB80G0 2403.67 D3 7-43-✱-◆-TB80D0 2916.75 Q 7-43-✱-◆-TB80W0 3210.07 Q 7-43-✱-◆-TB80C0 2748.83 V2

15 20 40 40 ➌ 80 7-55-✱-◆-TB80G0 2485.56 D3 7-55-✱-◆-TB80D0 2998.63 Q 7-55-✱-◆-TB80W0 3293.00 Q 7-55-✱-◆-TB80C0 2829.68 V2

~ ~ ~ 40 ➌ 80 7-60-✱-◆-TB80G0 2614.08 D3 7-60-✱-◆-TB80D0 3127.15 Q 7-60-✱-◆-TB80W0 3421.53 Q 7-60-✱-◆-TB80C0 2958.21 W2

20 25 50 60 ➌ 125 7-72-✱-◆-TB125G0 3243.25 D3 7-72-✱-◆-TB125D0 3756.32 Q 7-72-✱-◆-TB125W0 4050.69 Q 7-72-✱-◆-TB125C0 3588.40 W2

25 30 60 ~ 125 7-85-✱-◆-TB125G0 3369.70 D3 7-85-✱-◆-TB125D0 3882.77 Q 7-85-✱-◆-TB125W0 4177.14 Q 7-85-✱-◆-TB125C0 3714.86 W2

~ ~ ~ 75 ➌➍ 150 7-97-✱-◆-TB150G0 3774.97 D3 7-97-✱-◆-TB150D0 4287.01 Q 7-97-✱-◆-TB150W0 4581.38 Q 7-97-✱-◆-TB150C0 4119.10 W2

30 ➍ ~ 75 ➍ ~ 125 7-97-✱-◆-TB175G0 3774.97 D3 7-97-✱-◆-TB175D0 4287.01 Q 7-97-✱-◆-TB175W0 4581.38 Q 7-97-✱-◆-TB175C0 4119.10 W2

30 ~ 75 ~ 175 9-116-✱-◆-TB175G0 ➎ 5599.24 E2 9-116-✱-◆-TB175D0 ➎ 5946.47 R2 9-116-✱-◆-TB175W0 ➎ 6466.80 R2 9-116-✱-◆-TB175C0 ➎ 9418.78 X1

~ 40 ~ 100 ➌ 200 9-116-✱-◆-TB200G0 ➎ 5599.24 E2 9-116-✱-◆-TB200D0 ➎ 5946.47 R2 9-116-✱-◆-TB200W0 ➎ 6466.80 R2 9-116-✱-◆-TB200C0 ➎ 9418.78 X1

40 ~ 100 125 ➌ 225 9-146-✱-◆-TB225G0 ➎ 6494.78 G 9-146-✱-◆-TB225D0 ➎ 6897.99 T 9-146-✱-◆-TB225W0 ➎ 7501.24 T 9-146-✱-◆-TB225C0 ➎ 10925.88 X1

~ 50 ~ ~ 250 9-146-✱-◆-TB250G0 ➎ 6494.78 G 9-146-✱-◆-TB250D0 ➎ 6897.99 T 9-146-✱-◆-TB250W0 ➎ 7501.24 T 9-146-✱-◆-TB250C0 ➎ 10925.88 X1

50 60 125 150 300 9-190-✱-◆-TB300G0 ➎ 7102.18 H 9-190-✱-◆-TB300D0 ➎ 7457.71 H 9-190-✱-◆-TB300W0 ➎ 7874.38 H 9-190-✱-◆-TB300C0 ➎ 11720.89 A2

60 75 150 200 350 9-205-✱-◆-TB350G0 ➎ 11324.93 H 9-205-✱-◆-TB350D0 ➎ 11661.80 H 9-205-✱-◆-TB350W0 ➎ 12167.62 H 9-205-✱-◆-TB350C0 ➎ 14356.73 Y1
75 ~ 175 ~ 400 9-265-✱-◆-TB400G0 ➎ 12338.65 I 9-265-✱-◆-TB400D0 ➎ 12657.89 W 9-265-✱-◆-TB400W0 ➎ 13137.79 J 9-265-✱-◆-TB400C0 ➎ 15852.42 Y1

100 200 250 450 9-265-✱-◆-TB450G0 ➎ 12921.16 I 9-265-✱-◆-TB450D0 ➎ 13248.70 W 9-265-✱-◆-TB450W0 ➎ 13728.61 J 9-265-✱-◆-TB450C0 ➎ 16443.23 Y1

100 ~ ~ ~ 500 9-305-✱-◆-TB500G0 ➎ 15007.67 I 9-305-✱-◆-TB500D0 ➎ 15331.05 W 9-305-✱-◆-TB500W0 ➎ 15816.14 J 9-305-✱-◆-TB500C0 ➎ 18559.79 Y1

~ 125 250 300 600 9-305-✱-◆-TB600G0 ➎ 15007.67 I 9-305-✱-◆-TB600D0 ➎ 15331.05 W 9-305-✱-◆-TB600W0 ➎ 15816.14 J 9-305-✱-◆-TB600C0 ➎ 18559.79 Y1

~ ~ ~ 350 600 9-370-✱-◆-TB600G0 ➎ 17258.97 J 9-370-✱-◆-TB600D0 ➎ 17630.04 W 9-370-✱-◆-TB600W0 ➎ 18187.68 J 9-370-✱-◆-TB600C0 ➎ 21343.86 Y1

125 150 300 ~ 700 9-370-✱-◆-TB700G0 ➎ 17258.97 J 9-370-✱-◆-TB700D0 ➎ 17630.04 W 9-370-✱-◆-TB700W0 ➎ 18187.68 J 9-370-✱-◆-TB700C0 ➎ 21343.86 Y1

125 150 ~ 400 700 9-400-EI-✱-◆-TB700G0 20334.30 J 9-400-EI-✱-◆-TB700D0 20705.37 J 9-400-EI-✱-◆-TB700W0 21263.02 J 9-400-EI-✱-◆-TB700C0 24419.20 Y1

~ ~ 350 ~ 800 9-400-EI-✱-◆-TB800G0 20334.30 J 9-400-EI-✱-◆-TB800D0 20705.37 J 9-400-EI-✱-◆-TB800W0 21263.02 J 9-400-EI-✱-◆-TB800C0 24419.20 Y1

150 ~ ~ ~ 800 9-460-EI-✱-◆-TB800G0 20419.29 J 9-460-EI-✱-◆-TB800D0 22950.45 J 9-460-EI-✱-◆-TB800W0 23508.10 J 9-460-EI-✱-◆-TB800C0 26664.28 Y1

~ 200 400 500 1000 9-460-EI-✱-◆-TB1000G0 20419.29 J 9-460-EI-✱-◆-TB1000D0 22950.45 J 9-460-EI-✱-◆-TB1000W0 23508.10 J 9-460-EI-✱-◆-TB1000C0 26664.28 Y1

200 ~ ~ 600 1000 9-580-EI-✱-◆-TB1000G0 26545.08 R/F 9-580-EI-✱-◆-TB1000D0 26987.67 R/F 9-580-EI-✱-◆-TB1000W0 27652.08 R/F 9-580-EI-✱-◆-TB1000C0 31411.51 R/F

~ 250 500 ~ 1200 9-580-EI-✱-◆-TB1200G0 26545.08 R/F 9-580-EI-✱-◆-TB1200D0 26987.67 R/F 9-580-EI-✱-◆-TB1200W0 27652.08 R/F 9-580-EI-✱-◆-TB1200C0 31411.51 R/F

Larger sizes available. Contact your Sprecher + Schuh representative.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Series CAUT7 & CAUT9 with Thermal-Magnetic Circuit Breaker - 600V Delta

Through-the-door Operator Combination Starters - Reversing
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAUT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC coils. For 
DC coils, select Coil Code from the DC Coil Code table on page C104 and follow the 
instructions for modifying catalog numbers.

➊ Dimensional information starts on page C122.
➋  For Type 3R outdoor applications, replace “D” in catalog number with an “R”. 

Dimensions may change. For example number CAUT7-30-✱-◆-TBH50D0 becomes 
CAUT7-30-✱-◆-TBH50R0. Price remains the same.

➌ The short circuit and kAIC is relegated to the contactor’s 10kA. Contact your Sprecher 
+ Schuh representative for a higher kAIC.

➍ CAUT9-116…CAUT9-370 starters are available with “EI” option for PLC interface. 
Change catalog number to include “-EI”. Example: CAUT9-116-✱-◆-TBH175G0 
becomes CAUT9-116-EI-✱-◆-TBH175G0.  See page C104 for price adder.

Maximum Horse-
power

Three Phase MCCB 
Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion  
Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT
2 2 5 5 15 7-9-✱-◆-TBH15G0 1823.23 D3 7-9-✱-◆-TBH15D0 2336.30 Q 7-9-✱-◆-TBH15W0 2630.67 Q 7-9-✱-◆-TBH15C0 2167.35 V2

~ ~ ~ 7.5 20 7-9-✱-◆-TBH20G0 1823.23 D3 7-9-✱-◆-TBH20D0 2336.30 Q 7-9-✱-◆-TBH20W0 2630.67 Q 7-9-✱-◆-TBH20C0 2167.35 V2

3 3 7.5 10 20 7-12-✱-◆-TBH20G0 1907.18 D3 7-12-✱-◆-TBH20D0 2419.22 Q 7-12-✱-◆-TBH20W0 2713.59 Q 7-12-✱-◆-TBH20C0 2252.35 V2

5 ~ ~ 15 35 7-23-✱-◆-TBH35G0 2075.09 D3 7-23-✱-◆-TBH35D0 2588.17 Q 7-23-✱-◆-TBH35W0 2882.54 Q 7-23-✱-◆-TBH35C0 2419.22 V2

~ ~ ~ 20 40 7-30-✱-◆-TBH40G0 2285.51 D3 7-30-✱-◆-TBH40D0 2797.55 Q 7-30-✱-◆-TBH40W0 3091.92 Q 7-30-✱-◆-TBH40C0 2630.67 V2

7.5 10 20 25 50 7-30-✱-◆-TBH50G0 2285.51 D3 7-30-✱-◆-TBH50D0 2797.55 Q 7-30-✱-◆-TBH50W0 3091.92 Q 7-30-✱-◆-TBH50C0 2630.67 V2

10 ~ 25 30 60 7-37-✱-◆-TBH60G0 2411.96 D3 7-37-✱-◆-TBH60D0 2925.03 Q 7-37-✱-◆-TBH60W0 3218.37 Q 7-37-✱-◆-TBH60C0 2756.09 V2

15 20 40 40 80 7-55-✱-◆-TBH80G0 2646.22 D3 7-55-✱-◆-TBH80D0 3148.93 Q 7-55-✱-◆-TBH80W0 3442.26 Q 7-55-✱-◆-TBH80C0 3883.81 V2

~ ~ ~ 40 80 7-60-✱-◆-TBH80G0 2765.42 D3 7-60-✱-◆-TBH80D0 3277.45 Q 7-60-✱-◆-TBH80W0 3600.85 Q 7-60-✱-◆-TBH80C0 3109.54 W2

15 20 40 50 100 7-60-✱-◆-TBH100G0 2765.42 D3 7-60-✱-◆-TBH100D0 3277.45 Q 7-60-✱-◆-TBH100W0 3600.85 Q 7-60-✱-◆-TBH100C0 3109.54 W2

~ 25 ~ 60 125 7-72-✱-◆-TBH125G0 3403.91 D3 7-72-✱-◆-TBH125D0 3906.62 Q 7-72-✱-◆-TBH125W0 4200.99 Q 7-72-✱-◆-TBH125C0 3739.74 W2

~ ~ ~ 75 ➌ 150 7-97-✱-◆-TBH150G0 3925.27 D3 7-97-✱-◆-TBH150D0 4438.34 Q 7-97-✱-◆-TBH150W0 4729.61 Q 7-97-✱-◆-TBH150C0 4269.40 W2

30 ~ 75 ~ 175 9-116-✱-◆-TBH175G0 ➍ 5927.82 E2 9-116-✱-◆-TBH175D0 ➍ 6275.05 R2 9-116-✱-◆-TBH175W0 ➍ 6796.41 R2 9-116-✱-◆-TBH175C0 ➍ 9747.36 X1

~ 40 ~ 100 ➌ 200 9-116-✱-◆-TBH200G0 ➍ 5927.82 E2 9-116-✱-◆-TBH200D0 ➍ 6275.05 R2 9-116-✱-◆-TBH200W0 ➍ 6796.41 R2 9-116-✱-◆-TBH200C0 ➍ 9747.36 X1

40 ~ 100 125 ➌ 225 9-146-✱-◆-TBH225G0 ➍ 6876.23 G 9-146-✱-◆-TBH225D0 ➍ 7279.43 T 9-146-✱-◆-TBH225W0 ➍ 7883.71 T 9-146-✱-◆-TBH225C0 ➍ 11307.32 X1

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Maximum  
Horsepower
Three Phase

Fuse 
Clip

Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT

2 2 5 7.5 30 7-9-✱-◆-JF61G0 1051.03 C 7-9-✱-◆-JF61D0 1386.86 C2 7-9-✱-◆-JF61W0 1890.60 Q 7-9-✱-◆-JF61C0 1217.90 V1

3 3 7.5 10 30 7-12-✱-◆-JF61G0 1092.49 C 7-12-✱-◆-JF61D0 1429.35 C2 7-12-✱-◆-JF61W0 1933.10 Q 7-12-✱-◆-JF61C0 1260.40 V1

5 5 10 15 30 7-16-✱-◆-JF61G0 1134.98 C 7-16-✱-◆-JF61D0 1470.81 C2 7-16-✱-◆-JF61W0 1975.59 Q 7-16-✱-◆-JF61C0 1302.89 V1

5 ~ ~ 15 30 7-23-✱-◆-JF61G0 1177.48 C 7-23-✱-◆-JF61D0 1513.31 C2 7-23-✱-◆-JF61W0 2017.05 Q 7-23-✱-◆-JF61C0 1344.35 V1

~ 7.5 15 ~ 60 7-23-✱-◆-JF62G0 1260.40 C 7-23-✱-◆-JF62D0 1596.23 C2 7-23-✱-◆-JF62W0 2102.05 Q 7-23-✱-◆-JF62C0 1429.35 V1

7.5 10 20 25 60 7-30-✱-◆-JF62G0 1386.86 C 7-30-✱-◆-JF62D0 1722.68 C2 7-30-✱-◆-JF62W0 2227.47 Q 7-30-✱-◆-JF62C0 1554.77 V1

10 10 25 30 60 7-37-✱-◆-JF62G0 1429.35 C 7-37-✱-◆-JF62D0 1765.18 C2 7-37-✱-◆-JF62W0 2268.93 Q 7-37-✱-◆-JF62C0 1596.23 V1

10 ~ 30 30 60 7-43-✱-◆-JF62G0 1470.81 C 7-43-✱-◆-JF62D0 1807.68 C2 7-43-✱-◆-JF62W0 2311.42 Q 7-43-✱-◆-JF62C0 1638.72 V1

~ 15 ~ ~ 100 7-43-✱-◆-JF63G0 1890.60 D3 7-43-✱-◆-JF63D0 2480.38 Q 7-43-✱-◆-JF63W0 2941.63 Q 7-43-✱-◆-JF63C0 2311.42 W1

~ ~ ~ 40 60 7-55-✱-◆-JF62G0 1508.13 C 7-55-✱-◆-JF62D0 1844.99 C2 7-55-✱-◆-JF62W0 2348.74 Q 7-55-✱-◆-JF62C0 1676.04 V1

15 20 40 ~ 100 7-55-✱-◆-JF63G0 1927.91 D3 7-55-✱-◆-JF63D0 2516.66 Q 7-55-✱-◆-JF63W0 2978.94 Q 7-55-✱-◆-JF63C0 2348.74 W1

~ ~ ~ 40 60 7-60-✱-◆-JF62G0 1603.48 D3 7-60-✱-◆-JF62D0 1940.35 Q 7-60-✱-◆-JF62W0 2401.60 Q 7-60-✱-◆-JF62C0 1771.40 W2

15 20 40 50 100 7-60-✱-◆-JF63G0 2017.05 D3 7-60-✱-◆-JF63D0 2605.79 Q 7-60-✱-◆-JF63W0 3068.08 Q 7-60-✱-◆-JF63C0 2437.87 W2

20 25 50 60 100 7-72-✱-◆-JF63G0 2059.55 D3 7-72-✱-◆-JF63D0 2647.25 Q 7-72-✱-◆-JF63W0 3110.57 Q 7-72-✱-◆-JF63C0 2480.38 W2

~ ~ ~ 60 100 7-85-✱-◆-JF63G0 2102.05 D3 7-85-✱-◆-JF63D0 2689.75 Q 7-85-✱-◆-JF63W0 3152.03 Q 7-85-✱-◆-JF63C0 2521.84 W2

25 30 60 ~ 200 7-85-✱-◆-JF64G0 2858.71 G 7-85-✱-◆-JF64D0 3446.40 T 7-85-✱-◆-JF64W0 3907.65 T 7-85-✱-◆-JF64C0 4875.76 X1

30 30 75 75 200 7-97-✱-◆-JF64G0 2978.94 G 7-97-✱-◆-JF64D0 3566.64 T 7-97-✱-◆-JF64W0 4028.92 T 7-97-✱-◆-JF64C0 4995.99 X1

30 40 75 100 200 9-116-✱-◆-JF64G0 ➎ 3993.69 G 9-116-✱-◆-JF64D0 ➎ 4514.01 T 9-116-✱-◆-JF64W0 ➎ 4861.24 T 9-116-✱-◆-JF64C0 ➎ 6250.17 A2

40 50 100 125 200 9-146-✱-◆-JF64G0 ➎ 4632.18 G 9-146-✱-◆-JF64D0 ➎ 5236.46 T 9-146-✱-◆-JF64W0 ➎ 5638.63 T 9-146-✱-◆-JF64C0 ➎ 7250.40 A2

50 60 125 150 400 9-190-✱-◆-JF65G0 ➎ 5408.53 H 9-190-✱-◆-JF65D0 ➎ 5871.84 H 9-190-✱-◆-JF65W0 ➎ 6180.73 H 9-190-✱-◆-JF65C0 ➎ 8189.48 Y1

60 75 150 200 400 9-205-✱-◆-JF65G0 ➎ 7578.97 H 9-205-✱-◆-JF65D0 ➎ 8083.76 H 9-205-✱-◆-JF65W0 ➎ 8589.57 H 9-205-✱-◆-JF65C0 ➎ 10272.87 Y1

75 100 200 250 400 9-265-✱-◆-JF65G0 ➎ 8785.48 J 9-265-✱-◆-JF65D0 ➎ 9264.35 J 9-265-✱-◆-JF65W0 ➎ 9902.84 J 9-265-✱-◆-JF65C0 ➎ 11500.11 Y1

100 125 250 300 600 9-305-✱-◆-JF66G0 ➎ 9300.63 R/F 9-305-✱-◆-JF66D0 ➎ 9779.49 R/F 9-305-✱-◆-JF66W0 ➎ 10417.98 R/F 9-305-✱-◆-JF66C0 ➎ 12015.25 R/F

125 150 300 350 600 9-370-✱-◆-JF66G0 ➎ 9809.56 R/F 9-370-✱-◆-JF66D0 ➎ 10288.42 R/F 9-370-✱-◆-JF66W0 ➎ 10926.91 R/F 9-370-✱-◆-JF66C0 ➎ 12524.18 R/F

125 150 ~ 400 600 9-400-EI-✱-◆-JF66G0 11112.45 R/F 9-400-EI-✱-◆-JF66D0 11591.32 R/F 9-400-EI-✱-◆-JF66W0 12229.81 R/F 9-400-EI-✱-◆-JF66C0 13827.08 R/F

~ ~ 350 ~ 800 9-400-EI-✱-◆-JF67G0 12779.16 R/F 9-400-EI-✱-◆-JF67D0 13329.55 R/F 9-400-EI-✱-◆-JF67W0 14064.44 R/F 9-400-EI-✱-◆-JF67C0 15901.13 R/F

150 200 400 500 800 9-460-EI-✱-◆-JF67G0 13872.68 R/F 9-460-EI-✱-◆-JF67D0 14423.07 R/F 9-460-EI-✱-◆-JF67W0 15157.96 R/F 9-460-EI-✱-◆-JF67C0 16994.66 R/F

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 & CAT9 with Fusible Disconnect (J-Type) ➌➍

Through-the-door Operator Combination Starters
Fusible Disconnect - Series CAT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with 
AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C104 and follow the instructions for modifying catalog numbers. 

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace “D” in catalog number with an “R”. 

Dimensions may change. For example number CAT7-23-✱-◆-JF62D0 becomes 
CAT7-23-✱-◆-JF62R0. Price remains the same.

➌  Fusible combo starter uses the L11 Disconnect. Fuse clips accept “J” type fuses. 
Power fuses not supplied. 

➍ A Red and Yellow Handle may be selected instead of the standard Black handle. 
Change "JF" to "LF" in catalog number.

➎ CAT9-116…CAT9-370 starters are available with “EI” option for PLC interface. 
Change catalog number to include “-EI”. Example: CAT9-116-✱-◆-JF64G0 
becomes CAT9-116-EI-✱-◆-JF64G0.  See page C104 for price adder.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Maximum 
Horsepower
Three Phase

Fuse 
Clips 
Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT

2 2 5 7.5 30 7-9-✱-◆-JF61G0 1386.86 D3 7-9-✱-◆-JF61D0 1849.14 Q 7-9-✱-◆-JF61W0 2059.55 Q 7-9-✱-◆-JF61C0 1672.93 V1

3 3 7.5 10 30 7-12-✱-◆-JF61G0 1470.81 D3 7-12-✱-◆-JF61D0 1933.10 Q 7-12-✱-◆-JF61W0 2143.51 Q 7-12-✱-◆-JF61C0 1755.85 V1

5 5 10 15 30 7-16-✱-◆-JF61G0 1554.77 D3 7-16-✱-◆-JF61D0 2017.05 Q 7-16-✱-◆-JF61W0 2227.47 Q 7-16-✱-◆-JF61C0 1840.84 V1

5 ~ ~ 15 30 7-23-✱-◆-JF61G0 1638.72 D3 7-23-✱-◆-JF61D0 2102.05 Q 7-23-✱-◆-JF61W0 2311.42 Q 7-23-✱-◆-JF61C0 1924.80 V1

7.5 15 ~ 60 7-23-✱-◆-JF62G0 1722.68 D3 7-23-✱-◆-JF62D0 2186.01 Q 7-23-✱-◆-JF62W0 2395.38 Q 7-23-✱-◆-JF62C0 2008.77 V1

7.5 10 20 25 60 7-30-✱-◆-JF62G0 1975.59 D3 7-30-✱-◆-JF62D0 2437.87 Q 7-30-✱-◆-JF62W0 2647.25 Q 7-30-✱-◆-JF62C0 2260.63 V1

10 10 25 30 60 7-37-✱-◆-JF62G0 2059.55 D3 7-37-✱-◆-JF62D0 2521.84 Q 7-37-✱-◆-JF62W0 2732.24 Q 7-37-✱-◆-JF62C0 2345.63 V1

10 ~ 30 30 60 7-43-✱-◆-JF62G0 2143.51 D3 7-43-✱-◆-JF62D0 2605.79 Q 7-43-✱-◆-JF62W0 2816.20 Q 7-43-✱-◆-JF62C0 2428.55 V1

~ 15 ~ ~ 100 7-43-✱-◆-JF63G0 2816.20 E 7-43-✱-◆-JF63D0 3277.45 R 7-43-✱-◆-JF63W0 3488.90 R 7-43-✱-◆-JF63C0 3101.24 W1

~ ~ ~ 40 60 7-55-✱-◆-JF62G0 2180.82 D3 7-55-✱-◆-JF62D0 2642.07 Q 7-55-✱-◆-JF62W0 2853.52 Q 7-55-✱-◆-JF62C0 2465.87 V1

15 20 40 ~ 100 7-55-✱-◆-JF63G0 2853.52 E 7-55-✱-◆-JF63D0 3314.77 R 7-55-✱-◆-JF63W0 3525.18 R 7-55-✱-◆-JF63C0 3138.56 W1

~ ~ ~ 40 60 7-60-✱-◆-JF62G0 2276.18 E 7-60-✱-◆-JF62D0 2737.43 R 7-60-✱-◆-JF62W0 2948.88 R 7-60-✱-◆-JF62C0 2561.22 W2

15 20 40 50 100 7-60-✱-◆-JF63G0 3068.08 E 7-60-✱-◆-JF63D0 3530.36 R 7-60-✱-◆-JF63W0 3740.78 R 7-60-✱-◆-JF63C0 3354.15 W2

20 25 50 60 100 7-72-✱-◆-JF63G0 3152.03 E 7-72-✱-◆-JF63D0 3614.31 R 7-72-✱-◆-JF63W0 3824.73 R 7-72-✱-◆-JF63C0 3437.07 W2

~ ~ ~ 60 100 7-85-✱-◆-JF63G0 3235.99 E 7-85-✱-◆-JF63D0 3698.28 R 7-85-✱-◆-JF63W0 3907.65 R 7-85-✱-◆-JF63C0 3522.07 W2

25 30 60 ~ 200 7-85-✱-◆-JF64G0 3740.78 F 7-85-✱-◆-JF64D0 4370.97 T 7-85-✱-◆-JF64W0 4580.35 T 7-85-✱-◆-JF64C0 6883.48 A2

30 30 75 75 200 7-97-✱-◆-JF64G0 3981.24 F 7-97-✱-◆-JF64D0 4611.45 T 7-97-✱-◆-JF64W0 4820.82 T 7-97-✱-◆-JF64C0 7655.68 A2

30 40 75 100 200 9-116-✱-◆-JF64G0 ➎ 6250.17 H 9-116-✱-◆-JF64D0 ➎ 6901.10 H 9-116-✱-◆-JF64W0 ➎ 7248.34 H 9-116-✱-◆-JF64C0 ➎ R/F Y1

40 50 100 125 200 9-146-✱-◆-JF64G0 ➎ 7250.40 H 9-146-✱-◆-JF64D0 ➎ 8004.99 H 9-146-✱-◆-JF64W0 ➎ 8408.18 H 9-146-✱-◆-JF64C0 ➎ R/F Y1

50 60 125 150 400 9-190-✱-◆-JF65G0 ➎ 8499.40 J 9-190-✱-◆-JF65D0 ➎ 9077.78 J 9-190-✱-◆-JF65W0 ➎ 9387.69 J 9-190-✱-◆-JF65C0 ➎ R/F Z1

60 75 150 200 400 9-205-✱-◆-JF65G0 ➎ 12630.94 J 9-205-✱-◆-JF65D0 ➎ 13262.18 J 9-205-✱-◆-JF65W0 ➎ 13599.04 J 9-205-✱-◆-JF65C0 ➎ R/F Z1

75 100 200 250 400 9-265-✱-◆-JF65G0 ➎ 14655.25 J 9-265-✱-◆-JF65D0 ➎ 15253.31 J 9-265-✱-◆-JF65W0 ➎ 15573.60 J 9-265-✱-◆-JF65C0 ➎ R/F Z1

100 125 250 300 600 9-305-✱-◆-JF66G0 ➎ 15365.26 R/F 9-305-✱-◆-JF66D0 ➎ 15963.33 R/F 9-305-✱-◆-JF66W0 ➎ 16283.61 R/F 9-305-✱-◆-JF66C0 ➎ R/F R/F

125 150 300 350 600 9-370-✱-◆-JF66G0 ➎ 16358.23 R/F 9-370-✱-◆-JF66D0 ➎ 16956.31 R/F 9-370-✱-◆-JF66W0 ➎ 17276.59 R/F 9-370-✱-◆-JF66C0 ➎ R/F R/F

125 150 ~ 400 600 9-400-EI-✱-◆-JF66G0 19433.57 R/F 9-400-EI-✱-◆-JF66D0 20031.64 R/F 9-400-EI-✱-◆-JF66W0 20351.92 R/F 9-400-EI-✱-◆-JF66C0 R/F R/F

~ ~ 350 ~ 800 9-400-EI-✱-◆-JF67G0 22348.24 R/F 9-400-EI-✱-◆-JF67D0 23036.49 R/F 9-400-EI-✱-◆-JF67W0 23404.45 R/F 9-400-EI-✱-◆-JF67C0 R/F R/F

150 200 400 500 800 9-460-EI-✱-◆-JF67G0 24593.33 R/F 9-460-EI-✱-◆-JF67D0 25281.57 R/F 9-460-EI-✱-◆-JF67W0 25649.53 R/F 9-460-EI-✱-◆-JF67C0 R/F R/F

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAUT7 & CAUT9 with Fusible Disconnect (J-Type) ➌➍

Through-the-door Operator Combination Starters - Reversing
Fusible Disconnect - Series CAUT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with 
AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C104 and follow the instructions for modifying catalog numbers. 

➊ Dimensional information starts on page C122
➋ For Type 3R outdoor applications, replace “D” in catalog number with an 

“R”. Dimensions may change. For example number CAUT7-23-✱-◆-JF62D0 
becomes CAUT7-23-✱-◆-JF62R0. Price remains the same.

➌ Fusible combo starter used the L11 Disconnect. Fuse clips accept “J” type fuses. 
Power fuses not supplied.

➍ A Red and Yellow Handle may be selected instead of the standard y and Black 
handle. Change “JF” to “LF” in catalog number.

➎ CAUT9-116…CAUT9-370 starters are available with “EI” option for PLC 
interface. Change catalog number to include “-EI”. Example: CAUT9-116-✱-◆-
JF64G0 becomes CAUT9-116-EI-✱-◆-JF64G0.  See page C104 for price adder.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Maximum  
Horsepower
Three Phase

Disc 
Size/
Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT

2 2 5 7.5 30 7-9-✱-◆-JU61G0 1008.53 C 7-9-✱-◆-JU61D0 1344.35 C2 7-9-✱-◆-JU61W0 1849.14 Q 7-9-✱-◆-JU61C0 1177.48 V1

3 3 7.5 10 30 7-12-✱-◆-JU61G0 1051.03 C 7-12-✱-◆-JU61D0 1385.81 C2 7-12-✱-◆-JU61W0 1891.64 Q 7-12-✱-◆-JU61C0 1217.90 V1

5 5 10 15 30 7-16-✱-◆-JU61G0 1092.49 C 7-16-✱-◆-JU61D0 1429.35 C2 7-16-✱-◆-JU61W0 1933.10 Q 7-16-✱-◆-JU61C0 1260.40 V1

5 7.5 15 15 30 7-23-✱-◆-JU61G0 1134.98 C 7-23-✱-◆-JU61D0 1470.81 C2 7-23-✱-◆-JU61W0 1975.59 Q 7-23-✱-◆-JU61C0 1302.89 V1

7.5 ~ ~ 20 30 7-30-✱-◆-JU61G0 1217.90 C 7-30-✱-◆-JU61D0 1554.77 C2 7-30-✱-◆-JU61W0 2059.55 Q 7-30-✱-◆-JU61C0 1386.86 V1

~ 10 20 25 60 7-30-✱-◆-JU62G0 1344.35 C 7-30-✱-◆-JU62D0 1681.22 C2 7-30-✱-◆-JU62W0 2186.01 Q 7-30-✱-◆-JU62C0 1513.31 V1

10 10 25 30 60 7-37-✱-◆-JU62G0 1386.86 C 7-37-✱-◆-JU62D0 1722.68 C2 7-37-✱-◆-JU62W0 2227.47 Q 7-37-✱-◆-JU62C0 1554.77 V1

10 15 30 30 60 7-43-✱-◆-JU62G0 1429.35 C 7-43-✱-◆-JU62D0 1765.18 C2 7-43-✱-◆-JU62W0 2268.93 Q 7-43-✱-◆-JU62C0 1596.23 V1

15 ~ ~ 40 60 7-55-✱-◆-JU62G0 1466.67 C 7-55-✱-◆-JU62D0 1802.50 C2 7-55-✱-◆-JU62W0 2306.24 Q 7-55-✱-◆-JU62C0 1633.54 V1

~ 20 40 ~ 100 7-55-✱-◆-JU63G0 1921.70 D3 7-55-✱-◆-JU63D0 2636.89 Q 7-55-✱-◆-JU63W0 3141.67 Q 7-55-✱-◆-JU63C0 2300.02 W2

15 ~ ~ ~ 60 7-60-✱-◆-JU62G0 1849.14 D3 7-60-✱-◆-JU62D0 2437.87 Q 7-60-✱-◆-JU62W0 2941.63 Q 7-60-✱-◆-JU62C0 2227.41 W2

~ 20 40 50 100 7-60-✱-◆-JU63G0 1975.59 D3 7-60-✱-◆-JU63D0 2689.75 Q 7-60-✱-◆-JU63W0 3194.53 Q 7-60-✱-◆-JU63C0 2353.92 W2

20 25 50 60 100 7-72-✱-◆-JU63G0 2017.05 D3 7-72-✱-◆-JU63D0 2732.24 Q 7-72-✱-◆-JU63W0 3235.99 Q 7-72-✱-◆-JU63C0 2395.38 W2

25 30 60 60 100 7-85-✱-◆-JU63G0 2059.55 D3 7-85-✱-◆-JU63D0 2773.71 Q 7-85-✱-◆-JU63W0 3277.45 Q 7-85-✱-◆-JU63C0 2437.87 W2

~ 30 ~ 75 100 7-97-✱-◆-JU63G0 2179.79 D3 7-97-✱-◆-JU63D0 2893.94 Q 7-97-✱-◆-JU63W0 3398.73 Q 7-97-✱-◆-JU63C0 2558.12 W2

30 ~ 75 ~ 200 7-97-✱-◆-JU64G0 2936.44 G 7-97-✱-◆-JU64D0 3651.64 T 7-97-✱-◆-JU64W0 4155.38 T 7-97-✱-◆-JU64C0 3314.77 X1

30 40 75 100 200 9-116-✱-◆-JU64G0 ➎ 3819.55 G 9-116-✱-◆-JU64D0 ➎ 4340.92 T 9-116-✱-◆-JU64W0 ➎ 4688.15 T 9-116-✱-◆-JU64C0 ➎ 6077.08 A2

40 50 100 125 200 9-146-✱-◆-JU64G0 ➎ 4431.09 G 9-146-✱-◆-JU64D0 ➎ 5035.38 T 9-146-✱-◆-JU64W0 ➎ 5438.58 T 9-146-✱-◆-JU64C0 ➎ 7049.32 A2

50 60 125 150 200 9-190-✱-◆-JU64G0 ➎ 4635.28 G 9-190-✱-◆-JU64D0 ➎ 5099.64 T 9-190-✱-◆-JU64W0 ➎ 5717.40 T 9-190-✱-◆-JU64C0 ➎ 7262.84 A2

60 75 150 200 400 9-205-✱-◆-JU65G0 ➎ 7410.03 H 9-205-✱-◆-JU65D0 ➎ 7915.84 H 9-205-✱-◆-JU65W0 ➎ 8420.63 H 9-205-✱-◆-JU65C0 ➎ 10104.96 Y1

75 100 200 250 400 9-265-✱-◆-JU65G0 ➎ 8624.82 J 9-265-✱-◆-JU65D0 ➎ 9103.69 J 9-265-✱-◆-JU65W0 ➎ 9743.22 J 9-265-✱-◆-JU65C0 ➎ 11340.48 Y1

100 125 250 300 400 9-305-✱-◆-JU65G0 ➎ 9139.97 J 9-305-✱-◆-JU65D0 ➎ 9618.84 J 9-305-✱-◆-JU65W0 ➎ 10258.36 J 9-305-✱-◆-JU65C0 ➎ 11855.63 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 & CAT9 with Non-Fusible Disconnect ➌➍

Through-the-door Operator Combination Starters
Non-Fusible Disconnect - Series CAT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with 
AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C104 and follow the instructions for modifying catalog numbers.

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an 

"R".  Dimensions may change. For example number CAT7-23-✱-◆-JU61D0 
becomes CAT7-23-✱-◆-JU61R0. Price remains the same.

➌ Non-fusible combo-starter uses the L11 Non-Fusible Disconnect.
➍ A Red and Yellow Handle may be selected instead of the standard Black 

handle. Change “JU” to “LU” in catalog number.
➎ CAT9-116…CAT9-370 starters are available with “EI” option for PLC interface. 

Change catalog number to include “-EI”. Example: CAT9-116-✱-◆-JU64G0 
becomes CAT9-116-EI-✱-◆-JU64G0.  See page C104 for price adder.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B7

Maximum  
Horsepower
Three Phase

Disc 
Size/
Amps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT

2 2 5 7.5 30 7-9-✱-◆-JU61G0 1344.35 D3 7-9-✱-◆-JU61D0 1807.68 Q 7-9-✱-◆-JU61W0 2017.05 Q 7-9-✱-◆-JU61C0 1630.44 W1

3 3 7.5 10 30 7-12-✱-◆-JU61G0 1429.35 D3 7-12-✱-◆-JU61D0 1890.60 Q 7-12-✱-◆-JU61W0 2102.05 Q 7-12-✱-◆-JU61C0 1715.43 W1

5 5 10 15 30 7-16-✱-◆-JU61G0 1513.31 D3 7-16-✱-◆-JU61D0 1975.59 Q 7-16-✱-◆-JU61W0 2186.01 Q 7-16-✱-◆-JU61C0 1798.35 W1

5 7.5 15 15 30 7-23-✱-◆-JU61G0 1596.23 D3 7-23-✱-◆-JU61D0 2059.55 Q 7-23-✱-◆-JU61W0 2268.93 Q 7-23-✱-◆-JU61C0 1882.30 W1

7.5 ~ ~ 20 30 7-30-✱-◆-JU61G0 1681.22 D3 7-30-✱-◆-JU61D0 2143.51 Q 7-30-✱-◆-JU61W0 2353.92 Q 7-30-✱-◆-JU61C0 1967.30 W1

~ 10 20 25  60 7-30-✱-◆-JU62G0 1933.10 D3 7-30-✱-◆-JU62D0 2395.38 Q 7-30-✱-◆-JU62W0 2605.79 Q 7-30-✱-◆-JU62C0 2219.17 W1

10 10 25 30 60 7-37-✱-◆-JU62G0 2017.05 D3 7-37-✱-◆-JU62D0 2480.38 Q 7-37-✱-◆-JU62W0 2689.75 Q 7-37-✱-◆-JU62C0 2303.13 W1

10 15 30 30 60 7-43-✱-◆-JU62G0 2102.05 D3 7-43-✱-◆-JU62D0 2563.30 Q 7-43-✱-◆-JU62W0 2773.71 Q 7-43-✱-◆-JU62C0 2387.09 W1

15 ~ ~ 40 60 7-55-✱-◆-JU62G0 2138.33 D3 7-55-✱-◆-JU62D0 2600.61 Q 7-55-✱-◆-JU62W0 2811.02 Q 7-55-✱-◆-JU62C0 2424.40 W1

~ 20 40 ~ 100 7-55-✱-◆-JU63G0 2972.72 E 7-55-✱-◆-JU63D0 3435.00 R 7-55-✱-◆-JU63W0 3645.41 R 7-55-✱-◆-JU63C0 3258.80 W2

15 ~ ~ ~ 60 7-60-✱-◆-JU62G0 2773.71 E 7-60-✱-◆-JU62D0 3235.99 Q 7-60-✱-◆-JU62W0 3446.40 Q 7-60-✱-◆-JU62C0 3059.78 W2

~ 20 40 50 100 7-60-✱-◆-JU63G0 3025.58 E 7-60-✱-◆-JU63D0 3488.90 R 7-60-✱-◆-JU63W0 3698.28 R 7-60-✱-◆-JU63C0 3311.66 W2

20 25 50 60 100 7-72-✱-◆-JU63G0 3110.57 E 7-72-✱-◆-JU63D0 3571.82 R 7-72-✱-◆-JU63W0 3782.24 R 7-72-✱-◆-JU63C0 3396.65 W2

25 30 60 60 100 7-85-✱-◆-JU63G0 3194.53 E 7-85-✱-◆-JU63D0 3655.78 R 7-85-✱-◆-JU63W0 3867.23 R 7-85-✱-◆-JU63C0 3480.61 W2

~ 30 ~ 75 100 7-97-✱-◆-JU63G0 3435.00 E 7-97-✱-◆-JU63D0 3897.29 R 7-97-✱-◆-JU63W0 4107.70 R 7-97-✱-◆-JU63C0 3721.08 W2

30 ~ 75 ~ 200 7-97-✱-◆-JU64G0 3939.78 F 7-97-✱-◆-JU64D0 4476.70 T 7-97-✱-◆-JU64W0 4780.39 T 7-97-✱-◆-JU64C0 4393.78 A2

30 40 75 100 200 9-116-✱-◆-JU64G0 ➎ 5828.31 H 9-116-✱-◆-JU64D0 ➎ 6510.33 H 9-116-✱-◆-JU64W0 ➎ 6857.56 H 9-116-✱-◆-JU64C0 ➎ R/F Y1

40 50 100 125 200 9-146-✱-◆-JU64G0 ➎ 6761.17 H 9-146-✱-◆-JU64D0 ➎ 7552.03 H 9-146-✱-◆-JU64W0 ➎ 7955.23 H 9-146-✱-◆-JU64C0 ➎ R/F Y1

50 60 125 150 200 9-190-✱-◆-JU64G0 ➎ 7377.90 J 9-190-✱-◆-JU64D0 ➎ 7957.30 J 9-190-✱-◆-JU64W0 ➎ 8266.19 J 9-190-✱-◆-JU64C0 ➎ R/F Z1

60 75 150 200 400 9-205-✱-◆-JU65G0 ➎ 12251.58 J 9-205-✱-◆-JU65D0 ➎ 12883.85 J 9-205-✱-◆-JU65W0 ➎ 13220.72 J 9-205-✱-◆-JU65C0 ➎ R/F Z1

75 100 200 250 400 9-265-✱-◆-JU65G0 ➎ 14495.63 J 9-265-✱-◆-JU65D0 ➎ 15094.73 J 9-265-✱-◆-JU65W0 ➎ 15413.97 J 9-265-✱-◆-JU65C0 ➎ R/F Z1

100 125 250 300 400 9-305-✱-◆-JU65G0 ➎ 15205.64 J 9-305-✱-◆-JU65D0 ➎ 15804.75 J 9-305-✱-◆-JU65W0 ➎ 16123.98 J 9-305-✱-◆-JU65C0 ➎ R/F Z1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAUT7 & CAUT9 with Non-Fusible Disconnect ➌➍

Through-the-door Operator Combination Starters - Reversing
Non-Fusible Disconnect - Series CAUT

NOTE: Catalog numbers and enclosure dimensions reflect contactors with 
AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C104 and follow the instructions for modifying catalog numbers. 

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an "R".  

Dimensions may change. For example number CAUT7-23-✱-◆-JU61D0 
becomes CAUT7-23-✱-◆-JU61R0. Price remains the same.

➌ Non-fusible combo-starter uses the L11 Non-Fusible Disconnect.
➍ A Red and Yellow Handle may be selected instead of the standard Black handle. 

Change “JU” to “LU” in catalog number.
➎ CAUT9-116…CAUT9-370 starters are available with “EI” option for PLC 

interface. Change catalog number to include “-EI”. Example: CAUT9-116-✱-◆-
JU64G0 becomes CAUT9-116-EI-✱-◆-JU64G0.  See page C104 for price adder.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111

www.sprecherschuh.com/ecatalog - All pricing shown in US dollars - FY20



C

Co
m

bi
na

tio
n 

St
ar

te
rs

 C68
visit www.sprecherschuh.com/ecatalog for pricing and the most up to date information SSNA2018

Discount Schedule B8

N
EM

A

NEMA Sized 
Combination 
Starters - Through 
the Door Operated

Smart and
cost effective…
for any application

Sprecher + Schuh’s through-the-
door operated combination starters 
represent an economical alternative 
to the classic flange-operated combo 
solution. It is designed to meet rigid 
UL/NEC withstand specifications. 
Sprecher + Schuh has been building 
custom control panels with this design 
for years. Experience the durability of 
this product!

Starting with the best
At the heart of all Sprecher + Schuh 
NEMA sized combination starters is 
the CATN7 line of motor starters. 
Each starter proudly displays the 
NEMA size (00, 0, 1, 2, or 3) and HP 
at applied voltage. This line of starters 
is designed to meet rigid consultant 
specifications for NEMA starters.

Top line protection…
NEMA labeled combination starters 
are equipped with Sprecher + Schuh’s 
premium CEP7 solid state overload 
relay standard. Unlike traditional 
overload relays that indirectly 
sense motor current through heater 
elements, CEP7 solid state overload 
relays measure motor current 
directly through integrated current 
transformers and on board electronics. 
The electronics provide numerous 
advantages over electromechanical 
relays. Alternatively, the CT7N 
Thermal Overload Relay may also be 
selected.

Choice of Disconnect
• Choices for disconnect include: 
• Thermal Magnetic Molded Case 

Circuit Breaker (MCCB)
• L11 Fusible or Non-Fusible 

Disconnect switch

Thermal Magnetic Molded 
Case Circuit Breaker 
(MCCB)
The through-the-door operated combo 
MCCB is available to meet UL short 
circuit withstand specifications. An 
MCCB prevents single phasing by 
simultaneously opening all three 
phases when a fault occurs in any one 
phase. An MCCB can often be reset 
after the fault has been cleared.

Disconnect Switches
The through-the-door operated combo 
is available with the L11 switch. A 
mechanical door interlock system 
prevents the door from being opened 
when the disconnect is closed, and 
conversely, prevents the disconnect 
from being closed when the door is 
open. Both functions can be defeated 
for test and maintenance purposes. 
Other safety features include padlock 
provisions and a high visibility 
operating handle.

The L11 Switch disconnects have a 
quick make/quick break, non-teasing 
action. The L11 fusible switch is 
suitable for interrupting up to 100,000 
amperes when class “J” fuses are used. 
All L11 disconnect switches conform 
to UL 98 standards.

Choice of Enclosures
• Available enclosures include;
• Type 1  General Purpose
• Type 3R  Raintight
• Type 12  Dusttight
• Type 4  Watertight
• Type 4X  Corrosion Resistant

CAN7 NEMA 
 labeled contactor (AC)

www.sprecherschuh.com/ecatalog - All pricing shown in US dollars - FY20

This page has moved.
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Discount Schedule B8

N
EM

A

NE
M

A 
Si

ze

Maximum Horse-
power

Three Phase

M
CC

B 
Am

ps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 ➌ 15 7-12-✱-◆-TB15G0 1368.20 C2 7-12-✱-◆-TB15D0 1588.98 C3 7-12-✱-◆-TB15W0 2338.37 C2 7-12-✱-◆-TB15C0 1765.18 V2

0
2 2 5 5 ➌ 15 7-16-✱-◆-TB15G0 1411.73 C2 7-16-✱-◆-TB15D0 1632.51 C3 7-16-✱-◆-TB15W0 2382.94 C2 7-16-✱-◆-TB15C0 1809.75 V2

3 3 ~ ~ 20 7-16-✱-◆-TB20G0 1411.73 C2 7-16-✱-◆-TB20D0 1632.51 C3 7-16-✱-◆-TB20W0 2382.94 C2 7-16-✱-◆-TB20C0 1809.75 V2

1

~ ~ 7-1/2 10 ➌ 20 7-37-✱-◆-TB20G0 1632.51 C2 7-37-✱-◆-TB20D0 1897.85 C3 7-37-✱-◆-TB20W0 2603.72 C2 7-37-✱-◆-TB20C0 2029.5 V2

~ 5 10 ~ 30 7-37-✱-◆-TB30G0 1632.51 C2 7-37-✱-◆-TB30D0 1897.85 C3 7-37-✱-◆-TB30W0 2603.72 C2 7-37-✱-◆-TB30C0 2029.50 V2

5 ~ ~ ~ 35 7-37-✱-◆-TB35G0 1632.51 C2 7-37-✱-◆-TB35D0 1897.85 C3 7-37-✱-◆-TB35W0 2603.72 C2 7-37-✱-◆-TB35C0 2029.50 V2

~ 7-1/2 ~ ~ 40 7-37-✱-◆-TB40G0 1632.51 C2 7-37-✱-◆-TB40D0 1897.85 C3 7-37-✱-◆-TB40W0 2603.72 C2 7-37-✱-◆-TB40C0 2029.50 V2

7-1/2 ~ ~ ~ 50 7-37-✱-◆-TB50G0 1632.51 C2 7-37-✱-◆-TB50D0 1897.85 C3 7-37-✱-◆-TB50W0 2603.72 C2 7-37-✱-◆-TB50C0 2029.50 V2

2

~ ~ ~ 15 ➌ 35 7-43-✱-◆-TB35G0 1677.08 C2 7-43-✱-◆-TB35D0 2118.63 C3 7-43-✱-◆-TB35W0 2648.29 C2 7-43-✱-◆-TB35C0 2294.84 V2

~ ~ 15 20 ➌ 40 7-43-✱-◆-TB40G0 1677.08 C2 7-43-✱-◆-TB40D0 2118.63 C3 7-43-✱-◆-TB40W0 2648.29 C2 7-43-✱-◆-TB40C0 2294.84 V2

~ 10 20 25 ➌ 50 7-43-✱-◆-TB50G0 1677.08 C2 7-43-✱-◆-TB50D0 2118.63 C3 7-43-✱-◆-TB50W0 2648.29 C2 7-43-✱-◆-TB50C0 2294.84 V2

10 ~ 25 ~ 60 7-43-✱-◆-TB60G0 1677.08 C2 7-43-✱-◆-TB60D0 2118.63 C3 7-43-✱-◆-TB60W0 2648.29 C2 7-43-✱-◆-TB60C0 2294.84 V2

~ 15 ~ ~ 80 7-43-✱-◆-TB80G0 1677.08 C2 7-43-✱-◆-TB80D0 2118.63 C3 7-43-✱-◆-TB80W0 2648.29 C2 7-43-✱-◆-TB80C0 2294.84 V2

3

~ ~ ~ 30 ➌ 60 7-85-✱-◆-TB60G0 1897.85 D3 7-85-✱-◆-TB60D0 3361.41 Q 7-85-✱-◆-TB60W0 3443.29 Q 7-85-✱-◆-TB60C0 2515.61 W2

~ ~ 30 40 ➌ 80 7-85-✱-◆-TB80G0 1897.85 D3 7-85-✱-◆-TB80D0 3361.41 Q 7-85-✱-◆-TB80W0 3443.29 Q 7-85-✱-◆-TB80C0 2515.61 W2

15 20 40 50 ➌ 100 7-85-✱-◆-TB100G0 1897.85 D3 7-85-✱-◆-TB100D0 3361.41 Q 7-85-✱-◆-TB100W0 3443.29 Q 7-85-✱-◆-TB100C0 2515.61 W2

25 30 50 ~ 125 7-85-✱-◆-TB125G0 1897.85 D3 7-85-✱-◆-TB125D0 3361.41 Q 7-85-✱-◆-TB125W0 3443.29 Q 7-85-✱-◆-TB125C0 2515.61 W2

Series CATN7 with Thermal-Magnetic Circuit Breaker

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Thermal-Magnetic Circuit Breaker (MCCB)- Series CATN

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an "R". 

Dimensions may change. For example number CATN7-37-✱-◆-TB40D0 becomes 
CATN7-37-✱-◆-TB40R0. Price remains the same.

➌ Applicable to 600Y/347V only. Refer to page C70 for 600V Delta solution.

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC 
coils. For DC coils, select Coil Code from the DC Coil Code table on page C104 
and follow the instructions for modifying catalog numbers.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B8

N
EM

A

NE
M

A 
Si

ze

Maximum Horsepower
Three Phase

M
CC

B 
Am

ps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion  
Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 15 7-12-✱-◆-TBH15G0 1525.74 C2 7-12-✱-◆-TBH15D0 1747.56 C3 7-12-✱-◆-TBH15W0 2495.93 C2 7-12-✱-◆-TBH15C0 1922.73 V2

0 2 3 5 5 15 7-16-✱-◆-TBH15G0 1570.32 C2 7-16-✱-◆-TBH15D0 1811.83 C3 7-16-✱-◆-TBH15W0 2540.49 C2 7-16-✱-◆-TBH15C0 1967.30 V2

1 ~ ~ 7-1/2 10 20 7-37-✱-◆-TBH20G0 1790.05 C2 7-37-✱-◆-TBH20D0 2056.44 C3 7-37-✱-◆-TBH20W0 2762.31 C2 7-37-✱-◆-TBH20C0 2190.15 V2

2

~ ~ ~ 15 35 7-43-✱-◆-TBH35G0 1834.63 C2 7-43-✱-◆-TBH35D0 2276.18 C3 7-43-✱-◆-TBH35W0 2805.84 C2 7-43-✱-◆-TBH35C0 2453.42 V2

~ ~ 15 20 40 7-43-✱-◆-TBH40G0 1834.63 C2 7-43-✱-◆-TBH40D0 2276.18 C3 7-43-✱-◆-TBH40W0 2805.84 C2 7-43-✱-◆-TBH40C0 2453.42 V2

~ ~ 20 25 50 7-43-✱-◆-TBH50G0 1834.63 C2 7-43-✱-◆-TBH50D0 2276.18 C3 7-43-✱-◆-TBH50W0 2805.84 C2 7-43-✱-◆-TBH50C0 2453.42 V2

3

~ ~ ~ 30 60 7-85-✱-◆-TBH60G0 2056.44 D3 7-85-✱-◆-TBH60D0 3519.99 Q 7-85-✱-◆-TBH60W0 3601.88 Q 7-85-✱-◆-TBH60C0 2673.17 W2

~ ~ 30 40 80 7-85-✱-◆-TBH80G0 2056.44 D3 7-85-✱-◆-TBH80D0 3519.99 Q 7-85-✱-◆-TBH80W0 3601.88 Q 7-85-✱-◆-TBH80C0 2673.17 W2

15 20 40 50 100 7-85-✱-◆-TBH100G0 2056.44 D3 7-85-✱-◆-TBH100D0 3519.99 Q 7-85-✱-◆-TBH100W0 3601.88 Q 7-85-✱-◆-TBH100C0 2673.17 W2

Series CATN7 with Thermal-Magnetic Circuit Breaker - 600V Delta

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Thermal-Magnetic Circuit Breaker (MCCB)- Series CATN

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an "R". 

Dimensions may change. For example number CATN7-37-✱-◆-TBH40D0 
becomes CATN7-37-✱-◆-TBH40R0. Price remains the same.

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC 
coils. For DC coils, select Coil Code from the DC Coil Code table on page C104 
and follow the instructions for modifying catalog numbers.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111

www.sprecherschuh.com/ecatalog - All pricing shown in US dollars - FY20
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Discount Schedule B8

N
EM

A

Series CATN7 208V AC with Thermal-Magnetic Circuit Breaker

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Thermal-Magnetic Circuit Breaker (MCCB)- Series CATN

Series CATN7 230V AC with Thermal-Magnetic Circuit Breaker

NE
M

A 
Si

ze

M
ax

 H
P 

3-
Ph

as
e 

➍ Auxiliary 
Contacts 

per
Contactor ➋

M
CC

B 
Am

ps

Type 1 Metallic
General Purpose

  

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

230V NO NC Catalog No. Price ➌ Catalog No. Price ➌

00

0.25 2 1 15 CATN7-12-XB-D1BB-TB15G17-L11 1995.29 C2 CATN7-12-XB-D1BB-TB15R17-L11 2357.03 O

0.5 2 1 15 CATN7-12-XB-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XB-D1CB-TB15R17-L11 2357.03 O

0.75 2 1 15 CATN7-12-XB-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XB-D1CB-TB15R17-L11 2357.03 O

1 2 1 15 CATN7-12-XB-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XB-D1CB-TB15R17-L11 2357.03 O

1.5 2 1 15 CATN7-12-XB-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XB-D1CB-TB15R17-L11 2357.03 O

0
2 2 1 15 CATN7-16-XB-D1DB-TB15G17-L11 2038.82 C2 CATN7-16-XB-D1DB-TB15R17-L11 2400.56 O

3 2 1 15 CATN7-16-XB-D1DB-TB15G17-L11 2038.82 C2 CATN7-16-XB-D1DB-TB15R17-L11 2400.56 O

1
5 2 1 30 CATN7-37-XB-D1ED-TB30G17-L11 2259.60 C2 CATN7-37-XB-D1ED-TB30R17-L11 2665.91 O

7.5 2 1 40 CATN7-37-XB-D1ED-TB40G17-L11 2259.60 C2 CATN7-37-XB-D1ED-TB40R17-L11 2665.91 O

2
10 2 1 60 CATN7-43-XB-D1FD-TB60G17-L11 2303.13 C2 CATN7-43-XB-D1FD-TB60R17-L11 2886.69 O

15 2 1 80 CATN7-43-XB-D1FD-TB80G17-L11 2303.13 C2 CATN7-43-XB-D1FD-TB80R17-L11 2886.69 O

3

20 2 1 100 CATN7-85-XB-EGE-TB100G17-L11 2630.67 D3 CATN7-85-XB-EGE-TB100R17-L11 4235.19 O

25 2 1 125 CATN7-85-XB-EGE-TB125G17-L11 2630.67 D3 CATN7-85-XB-EGE-TB125R17-L11 4235.19 O

30 2 1 150 CATN7-85-XB-EGE-TB150G17-L11 3159.29 D3 CATN7-85-XB-EGE-TB150R17-L11 R/F O

NE
M

A 
Si

ze
M

ax
 H

P 
3-

Ph
as

e 
➊ Auxiliary 

Contacts per
Contactor ➋

M
CC

B 
Am

ps Type 1 Metallic
General Purpose DI

M

Type 3R   Metallic
Outdoor Raintight DI

M

208V NO NC Catalog No. Price ➌ Catalog No. Price ➌

00

0.25 2 1 15 CATN7-12-XA-D1BB-TB15G17-L11 1995.29 C2 CATN7-12-XA-D1BB-TB15R17-L11 2357.03 O

0.5 2 1 15 CATN7-12-XA-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XA-D1CB-TB15R17-L11 2357.03 O

0.75 2 1 15 CATN7-12-XA-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XA-D1CB-TB15R17-L11 2357.03 O

1 2 1 15 CATN7-12-XA-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XA-D1CB-TB15R17-L11 2357.03 O

1.5 2 1 15 CATN7-12-XA-D1DB-TB15G17-L11 1995.29 C2 CATN7-12-XA-D1DB-TB15R17-L11 2357.03 O

0
2 2 1 15 CATN7-16-XA-D1DB-TB15G17-L11 2038.82 C2 CATN7-16-XA-D1DB-TB15R17-L11 2400.56 O

3 2 1 20 CATN7-16-XA-D1DB-TB20G17-L11 2038.82 C2 CATN7-16-XA-D1DB-TB20R17-L11 2400.56 O

1
5 2 1 35 CATN7-37-XA-D1ED-TB35G17-L11 2259.60 C2 CATN7-37-XA-D1ED-TB35R17-L11 2665.91 O

7.5 2 1 50 CATN7-37-XA-D1ED-TB50G17-L11 2259.60 C2 CATN7-37-XA-D1ED-TB50R17-L11 2665.91 O

2 10 2 1 60 CATN7-43-XA-D1FD-TB60G17-L11 2303.13 C2 CATN7-43-XA-D1FD-TB60R17-L11 2886.69 O

3

15 2 1 100 CATN7-85-XA-EGE-TB100G17-L11 2630.67 D3 CATN7-85-XA-EGE-TB100R17-L11 4235.19 O

20 2 1 125 CATN7-85-XA-EGE-TB125G17-L11 2630.67 D3 CATN7-85-XA-EGE-TB125R17-L11 4235.19 O

25 2 1 125 CATN7-85-XA-EGE-TB125G17-L11 2630.67 D3 CATN7-85-XA-EGE-TB125R17-L11 4235.19 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• Reset pushbutton
• UL489 600V class thermal-

magnetic molded case 
circuit breaker

➊ HP and NEMA size selection shown for 208V ratings 
only. Contact your Sprecher + Schuh representative 
for other voltage applications.

➋ Contactors are equipped with number and type of 
auxiliaries indicated. See page C108 to order ad-
ditional or different auxiliary contacts. 

➌ Dimensional information starts on page C122.
➍ HP and NEMA size selection shown for 230V ratings 

only. Contact your Sprecher + Schuh representative 
for other voltage applications.
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Discount Schedule B8

N
EM

A

Series CATN7 460V AC with Thermal-Magnetic Circuit Breaker

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Thermal-Magnetic Circuit Breaker (MCCB)- Series CATN

NE
M

A 
Si

ze
M

ax
 H

P 
3-

Ph
as

e 
➊ Auxiliary 

Contacts 
per

Contactor ➋
M

CC
B 

Am
ps

Type 1 Metallic
General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

460V NO NC Catalog No. Price ➌ Catalog No. Price ➌

00

0.25 2 1 15 CATN7-12-XC-D1BB-TB15G17-L11 1995.29 C2 CATN7-12-XC-D1BB-TB15R17-L11 2357.03 O

0.5 2 1 15 CATN7-12-XC-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XC-D1CB-TB15R17-L11 2357.03 O

0.75 2 1 15 CATN7-12-XC-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XC-D1CB-TB15R17-L11 2357.03 O

1 2 1 15 CATN7-12-XC-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XC-D1CB-TB15R17-L11 2357.03 O

1.5 2 1 15 CATN7-12-XC-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XC-D1CB-TB15R17-L11 2357.03 O

2 2 1 15 CATN7-12-XC-D1CB-TB15G17-L11 1995.29 C2 CATN7-12-XC-D1CB-TB15R17-L11 2357.03 O

0
3 2 1 15 CATN7-16-XC-D1DB-TB15G17-L11 2038.82 C2 CATN7-16-XC-D1DB-TB15R17-L11 2400.56 O

5 2 1 15 CATN7-16-XC-D1DB-TB15G17-L11 2038.82 C2 CATN7-16-XC-D1DB-TB15R17-L11 2400.56 O

1
7.5 2 1 20 CATN7-37-XC-D1ED-TB20G17-L11 2259.60 C2 CATN7-37-XC-D1ED-TB20R17-L11 2665.91 O

10 2 1 30 CATN7-37-XC-D1ED-TB30G17-L11 2259.60 C2 CATN7-37-XC-D1ED-TB30R17-L11 2665.91 O

2

15 2 1 40 CATN7-43-XC-D1FD-TB40G17-L11 2303.13 C2 CATN7-43-XC-D1FD-TB40R17-L11 2886.69 O

20 2 1 50 CATN7-43-XC-D1FD-TB50G17-L11 2303.13 C2 CATN7-43-XC-D1FD-TB50R17-L11 2886.69 O

25 2 1 60 CATN7-43-XC-D1FD-TB60G17-L11 2303.13 C2 CATN7-43-XC-D1FD-TB60R17-L11 2886.69 O

3

30 2 1 80 CATN7-85-XC-EGE-TB80G17-L11 2630.67 D3 CATN7-85-XC-EGE-TB80R17-L11 4235.19 O

40 2 1 100 CATN7-85-XC-EGE-TB100G17-L11 2630.67 D3 CATN7-85-XC-EGE-TB100R17-L11 4235.19 O

50 2 1 125 CATN7-85-XC-EGE-TB125G17-L11 2630.67 D3 CATN7-85-XC-EGE-TB125R17-L11 4235.19 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• Reset pushbutton
• UL489 600V class thermal-

magnetic molded case 
circuit breaker

➊ HP and NEMA size selection shown for 460V ratings 
only. Contact your Sprecher + Schuh representative 
for other voltage applications.

➋ Contactors are equipped with number and type of 
auxiliaries indicated. See page C108 to order ad-
ditional or different auxiliary contacts. 

➌ Dimensional information starts on page C122.
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Discount Schedule B8

N
EM

A

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Thermal-Magnetic Circuit Breaker (MCCB)- Series CATN

Series CATN7 575V AC with Thermal-Magnetic Circuit Breaker

NE
M

A 
Si

ze
M

ax
 H

P 
3-

Ph
as

e 
➊ Auxiliary 

Contacts per
Contactor ➋

M
CC

B 
Am

ps Type 1 Metallic
General Purpose

 (except TBH)

DI
M

Type 3R Metallic
Outdoor Raintight DI

M

575V NO NC Catalog No. Price ➌ Catalog No. Price ➌

00

0.25 2 1 15 CATN7-12-XD-D1BB-TBH15G17-L11 1995.29 C2 CATN7-12-XD-D1BB-TBH15R17-L11 2357.03 O

0.5 2 1 15 CATN7-12-XD-D1CB-TBH15G17-L11 1995.29 C2 CATN7-12-XD-D1CB-TBH15R17-L11 2357.03 O

0.75 2 1 15 CATN7-12-XD-D1CB-TBH15G17-L11 1995.29 C2 CATN7-12-XD-D1CB-TBH15R17-L11 2357.03 O

1 2 1 15 CATN7-12-XD-D1CB-TBH15G17-L11 1995.29 C2 CATN7-12-XD-D1CB-TBH15R17-L11 2357.03 O

2 2 1 15 CATN7-12-XD-D1CB-TBH15G17-L11 1995.29 C2 CATN7-12-XD-D1CB-TBH15R17-L11 2357.03 O

0
3 2 1 15 CATN7-16-XD-D1DB-TBH15G17-L11 2038.82 C2 CATN7-16-XD-D1DB-TBH15R17-L11 2400.56 O

5 2 1 15 CATN7-16-XD-D1DB-TBH15G17-L11 2038.82 C2 CATN7-16-XD-D1DB-TBH15R17-L11 2400.56 O

1

7.5 ➍ 2 1 20 CATN7-37-XD-D1ED-TB20G17-L11 2259.60 C2 CATN7-37-XD-D1ED-TB20R17-L11 2665.91 O

10 ➍ 2 1 20 CATN7-37-XD-D1FD-TB20G17-L11 2259.60 C2 CATN7-37-XD-D1ED-TB20R17-L11 2665.91 O

7.5 2 1 20 CATN7-37-XD-D1ED-TBH20G17-L11 2417.14 C2 CATN7-37-XD-D1ED-TBH20R17-L11 2823.46 O

10 2 1 20 CATN7-37-XD-D1FD-TBH20G17-L11 2417.14 C2 CATN7-37-XD-D1FD-TBH20R17-L11 2823.46 O

2

15 ➍ 2 1 35 CATN7-43-XD-D1FD-TB35G17-L11 2303.13 C2 CATN7-43-XD-D1FD-TB35R17-L11 2886.69 O

20 ➍ 2 1 40 CATN7-43-XD-D1FD-TB40G17-L11 2303.13 C2 CATN7-43-XD-D1FD-TB40R17-L11 2886.69 O

25 ➍ 2 1 50 CATN7-43-XD-D1FD-TB50G17-L11 2303.13 C2 CATN7-43-XD-D1FD-TB50R17-L11 2886.69 O

15 2 1 35 CATN7-43-XD-D1FD-TBH35G17-L11 2461.72 C2 CATN7-43-XD-D1FD-TBH35R17-L11 3044.23 O

20 2 1 40 CATN7-43-XD-D1FD-TBH40G17-L11 2461.72 C2 CATN7-43-XD-D1FD-TBH40R17-L11 3044.23 O

25 2 1 50 CATN7-43-XD-D1FD-TBH50G17-L11 2461.72 C2 CATN7-43-XD-D1FD-TBH50R17-L11 3044.23 O

3

30 ➍ 2 1 60 CATN7-85-XD-EGE-TB60G17-L11 2630.67 D3 CATN7-85-XD-EGE-TB60R17-L11 4235.19 O

40 ➍ 2 1 80 CATN7-85-XD-EGE-TB80G17-L11 2630.67 D3 CATN7-85-XD-EGE-TB80R17-L11 4235.19 O

50 ➍ 2 1 100 CATN7-85-XD-EGE-TB100G17-L11 2630.67 D3 CATN7-85-XD-EGE-TB100R17-L11 4235.19 O

30 2 1 60 CATN7-85-XD-EGE-TBH60G17-L11 2788.22 D3 CATN7-85-XD-EGE-TBH60R17-L11 4392.74 O

40 2 1 80 CATN7-85-XD-EGE-TBH80G17-L11 2788.22 D3 CATN7-85-XD-EGE-TBH80R17-L11 4392.74 O

50 2 1 100 CATN7-85-XD-EGE-TBH100G17-L11 2788.22 D3 CATN7-85-XD-EGE-TBH100R17-L11 4392.74 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• Reset pushbutton
• UL489 600V class thermal-

magnetic molded case 
circuit breaker

➊ HP and NEMA size selection shown for 575V ratings 
only. Contact your Sprecher + Schuh representative 
for other voltage applications.

➋ Contactors are equipped with number and type of 
auxiliaries indicated. See page C108 to order ad-
ditional or different auxiliary contacts. 

➌ Dimensional information starts on page C122.
➍ Applicable to 600Y/347V only.
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Discount Schedule B8

N
EM

A

NE
M

A 
Si

ze

Maximum  
Horsepower
Three Phase

Fu
se

 C
lip

 A
m

ps

Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion 
Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 30 7-12-✱-◆-JF61G0 1147.42 C 7-12-✱-◆-JF61D0 1500.87 C2 7-12-✱-◆-JF61W0 2029.50 Q 7-12-✱-◆-JF61C0 1323.62 V1

0 3 3 5 5 30 7-16-✱-◆-JF61G0 1191.99 C 7-16-✱-◆-JF61D0 1544.40 C2 7-16-✱-◆-JF61W0 2074.06 Q 7-16-✱-◆-JF61C0 1368.20 V1

1
5 5 10 10 30 7-37-✱-◆-JF61G0 1412.77 C 7-37-✱-◆-JF61D0 1766.22 C2 7-37-✱-◆-JF61W0 2294.84 Q 7-37-✱-◆-JF61C0 1588.98 V1

7-1/2 7-1/2 ~ ~ 60 7-37-✱-◆-JF62G0 1500.87 C 7-37-✱-◆-JF62D0 1853.29 C2 7-37-✱-◆-JF62W0 2382.94 Q 7-37-✱-◆-JF62C0 1677.08 V1

2

~ ~ ~ 15 30 7-43-✱-◆-JF61G0 1457.33 C 7-43-✱-◆-JF61D0 1810.78 C2 7-43-✱-◆-JF61W0 2339.40 Q 7-43-✱-◆-JF61C0 1633.54 V1

10 10 25 25 60 7-43-✱-◆-JF62G0 1544.40 C 7-43-✱-◆-JF62D0 1897.85 C2 7-43-✱-◆-JF62W0 2426.47 Q 7-43-✱-◆-JF62C0 1720.61 V1

~ 15 ~ ~ 100 7-43-✱-◆-JF63G0 1984.92 D3 7-43-✱-◆-JF63D0 2565.37 Q 7-43-✱-◆-JF63W0 3088.81 Q 7-43-✱-◆-JF63C0 2426.47 W1

3

~ ~ 30 40 60 7-85-✱-◆-JF62G0 2162.16 D3 7-85-✱-◆-JF62D0 2779.92 Q 7-85-✱-◆-JF62W0 3266.05 Q 7-85-✱-◆-JF62C0 2603.72 W2

20 25 50 50 100 7-85-✱-◆-JF63G0 2206.74 D3 7-85-✱-◆-JF63D0 2824.50 Q 7-85-✱-◆-JF63W0 3309.59 Q 7-85-✱-◆-JF63C0 2648.29 W2

25 30 ~ ~ 200 7-85-✱-◆-JF64G0 3000.70 G 7-85-✱-◆-JF64D0 3618.46 T 7-85-✱-◆-JF64W0 4103.55 T 7-85-✱-◆-JF64C0 5119.34 X1

Series CATN7 with Fusible Disconnect (J-Type) ➌➍

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Fusible Disconnect - Series CATN

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an "R". 

Dimensions may change. For example number CATN7-16-✱-◆-JF61D0 be-
comes CATN7-16-✱-◆-JF61R0. Price remains the same.

➌  Fusible combo starter uses the L11 Disconnect. Fuse clips accept “J” type fuses. 
Power fuses not supplied. 

➍ A Red and Yellow Handle may be selected instead of the standard Black handle. 
Change "JF" to "LF" in catalog number.

NOTE: Catalog numbers and enclosure dimensions reflect contactors with AC 
coils. For DC coils, select Coil Code from the DC Coil Code table on page C104 
and follow the instructions for modifying catalog numbers.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B8

N
EM

A

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Fusible Disconnect - Series CATN

Series CATN7 208V AC with Fusible Disconnect (J-Type) ➌➍

Series CATN7 230V AC with Fusible Disconnect (J-Type) ➌➍

NE
M

A 
Si

ze

M
ax

 H
P 

3-
Ph

as
e 

➊ Auxiliary 
Contacts 

per
Contactor ➋

Fu
se

 C
lip

 A
m

ps Type 1 Metallic
General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

208V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XA-D1BB-JF61G17-L11 1774.51 C CATN7-12-XA-D1BB-JF61R17-L11 2268.93 O

0.5 2 1 30 CATN7-12-XA-D1CB-JF61G17-L11 1774.51 C CATN7-12-XA-D1CB-JF61R17-L11 2268.93 O

0.75 2 1 30 CATN7-12-XA-D1CB-JF61G17-L11 1774.51 C CATN7-12-XA-D1CB-JF61R17-L11 2268.93 O

1 2 1 30 CATN7-12-XA-D1CB-JF61G17-L11 1774.51 C CATN7-12-XA-D1CB-JF61R17-L11 2268.93 O

1.5 2 1 30 CATN7-12-XA-D1DB-JF61G17-L11 1774.51 C CATN7-12-XA-D1DB-JF61R17-L11 2268.93 O

0
2 2 1 30 CATN7-16-XA-D1DB-JF61G17-L11 1819.08 C CATN7-16-XA-D1DB-JF61R17-L11 2313.49 O

3 2 1 30 CATN7-16-XA-D1DB-JF61G17-L11 1819.08 C CATN7-16-XA-D1DB-JF61R17-L11 2313.49 O

1
5 2 1 30 CATN7-37-XA-D1ED-JF61G17-L11 2039.86 C CATN7-37-XA-D1ED-JF61R17-L11 2534.27 O

7.5 2 1 60 CATN7-37-XA-D1ED-JF62G17-L11 2127.96 C CATN7-37-XA-D1ED-JF62R17-L11 2621.34 O

2 10 2 1 60 CATN7-43-XA-D1FD-JF62G17-L11 2171.49 C CATN7-43-XA-D1FD-JF62R17-L11 2665.91 O

3

15 2 1 100 CATN7-85-XA-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XA-EGE-JF63R17-L11 3697.24 O

20 2 1 100 CATN7-85-XA-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XA-EGE-JF63R17-L11 3697.24 O

25 2 1 200 CATN7-85-XA-EGE-JF64G17-L11 3733.51 G CATN7-85-XA-EGE-JF64R17-L11 4492.25 T

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 fusible L11 

disconnect
• Reset pushbutton

NE
M

A 
Si

ze
M

ax
 H

P 
3-

Ph
as

e 
➎ Auxiliary 

Contacts 
per

Contactor ➋

Fu
se

 C
lip

 A
m

ps Type 1 Metallic
General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

230V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XB-D1BB-JF61G17-L11 1774.51 C CATN7-12-XB-D1BB-JF61R17-L11 2268.93 O

0.5 2 1 30 CATN7-12-XB-D1CB-JF61G17-L11 1774.51 C CATN7-12-XB-D1CB-JF61R17-L11 2268.93 O

0.75 2 1 30 CATN7-12-XB-D1CB-JF61G17-L11 1774.51 C CATN7-12-XB-D1CB-JF61R17-L11 2268.93 O

1 2 1 30 CATN7-12-XB-D1CB-JF61G17-L11 1774.51 C CATN7-12-XB-D1CB-JF61R17-L11 2268.93 O

1.5 2 1 30 CATN7-12-XB-D1CB-JF61G17-L11 1774.51 C CATN7-12-XB-D1CB-JF61R17-L11 2268.93 O

0
2 2 1 30 CATN7-16-XB-D1DB-JF61G17-L11 1819.08 C CATN7-16-XB-D1DB-JF61R17-L11 2313.49 O

3 2 1 30 CATN7-16-XB-D1DB-JF61G17-L11 1819.08 C CATN7-16-XB-D1DB-JF61R17-L11 2313.49 O

1
5 2 1 30 CATN7-37-XB-D1ED-JF61G17-L11 2039.86 C CATN7-37-XB-D1ED-JF61R17-L11 2534.27 O

7.5 2 1 60 CATN7-37-XB-D1ED-JF62G17-L11 2127.96 C CATN7-37-XB-D1ED-JF62R17-L11 2621.34 O

2
10 2 1 60 CATN7-43-XB-D1FD-JF62G17-L11 2171.49 C CATN7-43-XB-D1FD-JF62R17-L11 2665.91 O

15 2 1 100 CATN7-43-XB-D1FD-JF63G17-L11 2612.01 C CATN7-43-XB-D1FD-JF63R17-L11 3333.42 O

3

20 2 1 100 CATN7-85-XB-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XB-EGE-JF63R17-L11 3697.24 O

25 2 1 100 CATN7-85-XB-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XB-EGE-JF63R17-L11 3697.24 O

30 2 1 200 CATN7-85-XB-EGE-JF64G17-L11 3733.51 G CATN7-85-XB-EGE-JF64R17-L11 4492.25 T

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 fusible L11 

disconnect 
• Reset pushbutton 

➊  HP and NEMA size selection shown for 208V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➋  Contactors are equipped with number and type of auxiliaries 
indicated. See page C108 to order additional or different 
auxiliary contacts.

➌  Fusible combo starter uses the L11 Disconnect. Fuse clips 
accept “J” type fuses. Power fuses not supplied. 

➍  A Red and Yellow Handle may be selected instead of the 
standard Black handle. Change “JF” to “LF” in catalog 
number.

➎  HP and NEMA size selection shown for 230V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➏ Dimensional information starts on page C122.
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Discount Schedule B8

N
EM

A

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Fusible Disconnect - Series CATN

Series CATN7 460V AC with Fusible Disconnect (J-Type) ➌➍

Series CATN7 575V AC with Fusible Disconnect (J-Type) ➌➍

NE
M

A 
Si

ze
M

ax
 H

P 
3-

Ph
as

e 
➊ Auxiliary 

Contacts 
per

Contactor ➋
Fu

se
 C

lip
 A

m
ps Type 1 Metallic

General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

460V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XC-D1BB-JF61G17-L11 1774.51 C CATN7-12-XC-D1BB-JF61R17-L11 2268.93 O

0.5 2 1 30 CATN7-12-XC-D1CB-JF61G17-L11 1774.51 C CATN7-12-XC-D1CB-JF61R17-L11 2268.93 O

0.75 2 1 30 CATN7-12-XC-D1CB-JF61G17-L11 1774.51 C CATN7-12-XC-D1CB-JF61R17-L11 2268.93 O

1 2 1 30 CATN7-12-XC-D1CB-JF61G17-L11 1774.51 C CATN7-12-XC-D1CB-JF61R17-L11 2268.93 O

1.5 2 1 30 CATN7-12-XC-D1CB-JF61G17-L11 1774.51 C CATN7-12-XC-D1CB-JF61R17-L11 2268.93 O

2 2 1 30 CATN7-12-XC-D1CB-JF61G17-L11 1774.51 C CATN7-12-XC-D1CB-JF61R17-L11 2268.93 O

0
3 2 1 30 CATN7-16-XC-D1DB-JF61G17-L11 1819.08 C CATN7-16-XC-D1DB-JF61R17-L11 2313.49 O

5 2 1 30 CATN7-16-XC-D1DB-JF61G17-L11 1819.08 C CATN7-16-XC-D1DB-JF61R17-L11 2313.49 O

1
7.5 2 1 30 CATN7-37-XC-D1ED-JF61G17-L11 2039.86 C CATN7-37-XC-D1ED-JF61R17-L11 2534.27 O

10 2 1 30 CATN7-37-XC-D1ED-JF61G17-L11 2039.86 C CATN7-37-XC-D1ED-JF61R17-L11 2534.27 O

2

15 2 1 60 CATN7-43-XC-D1FD-JF62G17-L11 2171.49 C CATN7-43-XC-D1FD-JF62R17-L11 2665.91 O

20 2 1 60 CATN7-43-XC-D1FD-JF62G17-L11 2171.49 C CATN7-43-XC-D1FD-JF62R17-L11 2665.91 O

25 2 1 60 CATN7-43-XC-D1FD-JF62G17-L11 2171.49 C CATN7-43-XC-D1FD-JF62R17-L11 2665.91 O

3

30 2 1 60 CATN7-85-XC-EGE-JF62G17-L11 2894.98 D3 CATN7-85-XC-EGE-JF62R17-L11 3653.71 O

40 2 1 100 CATN7-85-XC-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XC-EGE-JF63R17-L11 3697.24 O

50 2 1 100 CATN7-85-XC-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XC-EGE-JF63R17-L11 3697.24 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 fusible L11 

disconnect 
• Reset pushbutton

NE
M

A 
Si

ze

M
ax

 H
P 

3-
Ph

as
e 

➎ Auxiliary 
Contacts 

per
Contactor ➋

Fu
se

 C
lip

 A
m

ps Type 1 Metallic
General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

575V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XD-D1BB-JF61G17-L11 1774.51 C CATN7-12-XD-D1BB-JF61R17-L11 2268.93 O

0.5 2 1 30 CATN7-12-XD-D1CB-JF61G17-L11 1774.51 C CATN7-12-XD-D1CB-JF61R17-L11 2268.93 O

0.75 2 1 30 CATN7-12-XD-D1CB-JF61G17-L11 1774.51 C CATN7-12-XD-D1CB-JF61R17-L11 2268.93 O

1 2 1 30 CATN7-12-XD-D1CB-JF61G17-L11 1774.51 C CATN7-12-XD-D1CB-JF61R17-L11 2268.93 O

2 2 1 30 CATN7-12-XD-D1CB-JF61G17-L11 1774.51 C CATN7-12-XD-D1CB-JF61R17-L11 2268.93 O

0
3 2 1 30 CATN7-16-XD-D1DB-JF61G17-L11 1819.08 C CATN7-16-XD-D1DB-JF61R17-L11 2313.49 O

5 2 1 30 CATN7-16-XD-D1DB-JF61G17-L11 1819.08 C CATN7-16-XD-D1DB-JF61R17-L11 2313.49 O

1
7.5 2 1 30 CATN7-37-XD-D1ED-JF61G17-L11 2039.86 C CATN7-37-XD-D1ED-JF61R17-L11 2534.27 O

10 2 1 30 CATN7-37-XD-D1ED-JF61G17-L11 2039.86 C CATN7-37-XD-D1ED-JF61R17-L11 2534.27 O

2

15 2 1 30 CATN7-43-XD-D1FD-JF61G17-L11 2084.42 C CATN7-43-XD-D1FD-JF61R17-L11 2578.85 O

20 2 1 60 CATN7-43-XD-D1FD-JF62G17-L11 2171.49 C CATN7-43-XD-D1FD-JF62R17-L11 2665.91 O

25 2 1 60 CATN7-43-XD-D1FD-JF62G17-L11 2171.49 C CATN7-43-XD-D1FD-JF62R17-L11 2665.91 O

3

30 2 1 60 CATN7-85-XD-EGE-JF62G17-L11 2894.98 D3 CATN7-85-XD-EGE-JF62R17-L11 3653.71 O

40 2 1 60 CATN7-85-XD-EGE-JF62G17-L11 2894.98 D3 CATN7-85-XD-EGE-JF62R17-L11 3653.71 O

50 2 1 100 CATN7-85-XD-EGE-JF63G17-L11 2938.51 D3 CATN7-85-XD-EGE-JF63R17-L11 3697.24       O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 fusible L11 

disconnect 
• Reset pushbutton

➊  HP and NEMA size selection shown for 460V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➋  Contactors are equipped with number and type of 
auxiliaries indicated. See page C108 to order additional or 
different auxiliary contacts.

➌  Fusible combo starter uses the L11 Disconnect. Fuse 
clips accept “J” type fuses. Power fuses not supplied. 

➍  A Red and Yellow Handle may be selected instead of the 
standard Black handle. Change “JF” to “LF” in catalog 
number.

➎  HP and NEMA size selection shown for 575V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➏ Dimensional information starts on page C122.
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Discount Schedule B8

N
EM

A

NE
M

A 
Si

ze

Maximum  
Horsepower
Three Phase

Di
sc

 S
ize

/A
m

ps Type 1 
General
Purpose

D
I
M

Type 12 
[Type 3R  ➋]
Industrial
Dusttight

D
I
M

Type 4 
Watertight

D
I
M

Type 4X 
Watertight
Corrosion Resistant
Non-metallic

D
I
M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 30 7-12-✱-◆-JU61G0 1102.85 C 7-12-✱-◆-JU61D0 1455.27 C2 7-12-✱-◆-JU61W0 1985.96 Q 7-12-✱-◆-JU61C0 1279.06 V1

0 3 3 5 5 30 7-16-✱-◆-JU61G0 1147.42 C 7-16-✱-◆-JU61D0 1500.87 C2 7-16-✱-◆-JU61W0 2029.50 Q 7-16-✱-◆-JU61C0 1323.62 V1

1
5 7-1/2 10 10 30 7-37-✱-◆-JU61G0 1323.62 C 7-37-✱-◆-JU61D0 1677.08 C2 7-37-✱-◆-JU61W0 2205.70 Q 7-37-✱-◆-JU61C0 1499.83 V1

7-1/2 ~ ~ ~ 60 7-37-✱-◆-JU62G0 1456.30 C 7-37-✱-◆-JU62D0 1809.75 C2 7-37-✱-◆-JU62W0 2338.37 Q 7-37-✱-◆-JU62C0 1632.51 V1

2
~ ~ 15 15 30 7-43-✱-◆-JU61G0 1368.20 C 7-43-✱-◆-JU61D0 1720.61 C2 7-43-✱-◆-JU61W0 2250.27 Q 7-43-✱-◆-JU61C0 1543.37 V1

10 15 25 25 60 7-43-✱-◆-JU62G0 1500.87 C 7-43-✱-◆-JU62D0 1853.29 C2 7-43-✱-◆-JU62W0 2382.94 Q 7-43-✱-◆-JU62C0 1677.08 V1

3
15 ~ 30 40 60 7-85-✱-◆-JU62G0 2030.53 D3 7-85-✱-◆-JU62D0 2780.97 Q 7-85-✱-◆-JU62W0 3309.59 Q 7-85-✱-◆-JU62C0 2427.51 W2

25 30 50 50 100 7-85-✱-◆-JU63G0 2162.16 D3 7-85-✱-◆-JU63D0 2912.60 Q 7-85-✱-◆-JU63W0 3441.22 Q 7-85-✱-◆-JU63C0 2559.15 W2

Series CATN7 with Non-Fusible Disconnect ➌➍

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Non-Fusible Disconnect - Series CATN

NOTE: Catalog numbers and enclosure dimensions reflect contactors with 
AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C104 and follow the instructions for modifying catalog numbers. 

➊ Dimensional information starts on page C122.
➋ For Type 3R outdoor applications, replace "D" in catalog number with an "R".  

Dimensions may change. For example number CATN7-16-✱-◆-JU61D0 becomes 
CATN7-16-✱-◆-JU61R0. Price remains the same.

➌ Non-fusible combo-starter uses the L11 Non-Fusible Disconnect.
➍ A Red and Yellow Handle may be selected instead of the standard Black handle. 

Change “JU” to “LU” in catalog number.

Ordering Instructions
Specify Catalog Number
Replace (✱) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C104 
See pages C105-C106
See pages C107-C111
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Discount Schedule B8

N
EM

A

Series CATN7 @208V AC with Non-Fusible Disconnect ➌➍

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Non-Fusible Disconnect - Series CATN

Series CATN7 @230V AC with Non-Fusible Disconnect ➌➍

NE
M

A 
Si

ze

M
ax

 H
P 

3-
Ph

as
e 

➊ Auxiliary 
Contacts per
Contactor ➋

Di
sc

 S
iz

e/
Am

ps

Type 1 Metallic
General Purpose

DI
M

Type 3R   Metallic
Outdoor Raintight

DI
M

208V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XA-D1BB-JU61G17-L11 1729.94 C CATN7-12-XA-D1BB-JU61R17-L11 2223.32 O

0.5 2 1 30 CATN7-12-XA-D1CB-JU61G17-L11 1729.94 C CATN7-12-XA-D1CB-JU61R17-L11 2223.32 O

0.75 2 1 30 CATN7-12-XA-D1CB-JU61G17-L11 1729.94 C CATN7-12-XA-D1CB-JU61R17-L11 2223.32 O

1 2 1 30 CATN7-12-XA-D1CB-JU61G17-L11 1729.94 C CATN7-12-XA-D1CB-JU61R17-L11 2223.32 O

1.5 2 1 30 CATN7-12-XA-D1DB-JU61G17-L11 1729.94 C CATN7-12-XA-D1DB-JU61R17-L11 2223.32 O

0
2 2 1 30 CATN7-16-XA-D1DB-JU61G17-L11 1774.51 C CATN7-16-XA-D1DB-JU61R17-L11 2268.93 O

3 2 1 30 CATN7-16-XA-D1DB-JU61G17-L11 1774.51 C CATN7-16-XA-D1DB-JU61R17-L11 2268.93 O

1
5 2 1 30 CATN7-37-XA-D1ED-JU61G17-L11 1950.71 C CATN7-37-XA-D1ED-JU61R17-L11 2445.13 O

7.5 2 1 30 CATN7-37-XA-D1ED-JU61G17-L11 1950.71 C CATN7-37-XA-D1ED-JU61R17-L11 2445.13 O

2 10 2 1 60 CATN7-43-XA-D1FD-JU62G17-L11 2127.96 C CATN7-43-XA-D1FD-JU62R17-L11 2621.34 O

3

15 2 1 60 CATN7-85-XA-EGE-JU62G17-L11 2763.34 D3 CATN7-85-XA-EGE-JU62R17-L11 3654.74 O

20 2 1 100 CATN7-85-XA-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XA-EGE-JU63R17-L11 3786.38 O

25 2 1 100 CATN7-85-XA-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XA-EGE-JU63R17-L11 3786.38 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 non-fusible L11 

disconnect switch
• Reset pushbutton

NE
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➎ Auxiliary 
Contacts per
Contactor ➋

Di
sc
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iz

e/
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ps

Type 1 Metallic
General Purpose

DI
M

Type 3R   Metallic
Outdoor Raintight

DI
M

230V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XB-D1BB-JU61G17-L11 1729.94 C CATN7-12-XB-D1BB-JU61R17-L11 2223.32 O

0.5 2 1 30 CATN7-12-XB-D1CB-JU61G17-L11 1729.94 C CATN7-12-XB-D1CB-JU61R17-L11 2223.32 O

0.75 2 1 30 CATN7-12-XB-D1CB-JU61G17-L11 1729.94 C CATN7-12-XB-D1CB-JU61R17-L11 2223.32 O

1 2 1 30 CATN7-12-XB-D1CB-JU61G17-L11 1729.94 C CATN7-12-XB-D1CB-JU61R17-L11 2223.32 O

1.5 2 1 30 CATN7-12-XB-D1CB-JU61G17-L11 1729.94 C CATN7-12-XB-D1CB-JU61R17-L11 2223.32 O

0
2 2 1 30 CATN7-16-XB-D1DB-JU61G17-L11 1774.51 C CATN7-16-XB-D1DB-JU61R17-L11 2268.93 O

3 2 1 30 CATN7-16-XB-D1DB-JU61G17-L11 1774.51 C CATN7-16-XB-D1DB-JU61R17-L11 2268.93 O

1
5 2 1 30 CATN7-37-XB-D1ED-JU61G17-L11 1950.71 C CATN7-37-XB-D1ED-JU61R17-L11 2445.13 O

7.5 2 1 30 CATN7-37-XB-D1ED-JU61G17-L11 1950.71 C CATN7-37-XB-D1ED-JU61R17-L11 2445.13 O

2
10 2 1 60 CATN7-43-XB-D1FD-JU62G17-L11 2127.96 C CATN7-43-XB-D1FD-JU62R17-L11 2621.34 O

15 2 1 60 CATN7-43-XB-D1FD-JU62G17-L11 2127.96 C CATN7-43-XB-D1FD-JU62R17-L11 2621.34 O

3

20 2 1 100 CATN7-85-XB-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XB-EGE-JU63R17-L11 3786.38 O

25 2 1 100 CATN7-85-XB-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XB-EGE-JU63R17-L11 3786.38 O

30 2 1 100 CATN7-85-XB-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XB-EGE-JU63R17-L11 3786.38 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 non-fusible L11 

disconnect switch 
• Reset pushbutton 

ThisÊitemÊisÊavailableÊinÊthe

ORANGEÊEÊÊPRESS
3-dayÊshippingÊprogram

➊  HP and NEMA size selection shown for 208V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➋  Contactors are equipped with number and type of 
auxiliaries indicated. See page C108 to order additional or 
different auxiliary contacts.

➌  Fusible combo starter uses the L11 Disconnect. Fuse clips 
accept “J” type fuses. Power fuses not supplied. 

➍  A Red and Yellow Handle may be selected instead of the 
standard Black handle. Change “JF” to “LF” in catalog 
number.

➎  HP and NEMA size selection shown for 230V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➏ Dimensional information starts on page C122.
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Discount Schedule B8

N
EM

A

Series CATN7 @460V AC with Non-Fusible Disconnect ➌➍

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Non-Fusible Disconnect - Series CATN

Series CATN7 @575V AC with Non-Fusible Disconnect ➌➍

NE
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A 
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ze
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➊ Auxiliary 
Contacts per
Contactor ➋

Di
sc

 S
iz

e/
Am

ps

Type 1 Metallic
General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

460V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XC-D1BB-JU61G17-L11 1729.94 C CATN7-12-XC-D1BB-JU61R17-L11 2223.32 O

0.5 2 1 30 CATN7-12-XC-D1CB-JU61G17-L11 1729.94 C CATN7-12-XC-D1CB-JU61R17-L11 2223.32 O

0.75 2 1 30 CATN7-12-XC-D1CB-JU61G17-L11 1729.94 C CATN7-12-XC-D1CB-JU61R17-L11 2223.32 O

1 2 1 30 CATN7-12-XC-D1CB-JU61G17-L11 1729.94 C CATN7-12-XC-D1CB-JU61R17-L11 2223.32 O

1.5 2 1 30 CATN7-12-XC-D1CB-JU61G17-L11 1729.94 C CATN7-12-XC-D1CB-JU61R17-L11 2223.32 O

2 2 1 30 CATN7-12-XC-D1CB-JU61G17-L11 1729.94 C CATN7-12-XC-D1CB-JU61R17-L11 2223.32 O

0
3 2 1 30 CATN7-16-XC-D1DB-JU61G17-L11 1774.51 C CATN7-16-XC-D1DB-JU61R17-L11 2268.93 O

5 2 1 30 CATN7-16-XC-D1DB-JU61G17-L11 1774.51 C CATN7-16-XC-D1DB-JU61R17-L11 2268.93 O

1
7.5 2 1 30 CATN7-37-XC-D1ED-JU61G17-L11 1950.71 C CATN7-37-XC-D1ED-JU61R17-L11 2445.13 O

10 2 1 30 CATN7-37-XC-D1ED-JU61G17-L11 1950.71 C CATN7-37-XC-D1ED-JU61R17-L11 2445.13 O

2

15 2 1 30 CATN7-43-XC-D1FD-JU61G17-L11 1995.29 C CATN7-43-XC-D1FD-JU61R17-L11 2488.66 O

20 2 1 60 CATN7-43-XC-D1FD-JU62G17-L11 2127.96 C CATN7-43-XC-D1FD-JU62R17-L11 2621.34 O

25 2 1 60 CATN7-43-XC-D1FD-JU62G17-L11 2127.96 C CATN7-43-XC-D1FD-JU62R17-L11 2621.34 O

3

30 2 1 60 CATN7-85-XC-EGE-JU62G17-L11 2763.34 D3 CATN7-85-XC-EGE-JU62R17-L11 3654.74 O

40 2 1 100 CATN7-85-XC-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XC-EGE-JU63R17-L11 3786.38 O

50 2 1 100 CATN7-85-XC-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XC-EGE-JU63R17-L11 3786.38 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 non-fusible L11 

disconnect switch 
• Reset pushbutton
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Type 1 Metallic
General Purpose

DI
M

Type 3R Metallic
Outdoor Raintight

DI
M

575V NO NC Catalog No. Price ➏ Catalog No. Price ➏

00

0.25 2 1 30 CATN7-12-XD-D1BB-JU61G17-L11 1729.94 C CATN7-12-XD-D1BB-JU61R17-L11 2223.32 O

0.5 2 1 30 CATN7-12-XD-D1CB-JU61G17-L11 1729.94 C CATN7-12-XD-D1CB-JU61R17-L11 2223.32 O

0.75 2 1 30 CATN7-12-XD-D1CB-JU61G17-L11 1729.94 C CATN7-12-XD-D1CB-JU61R17-L11 2223.32 O

1 2 1 30 CATN7-12-XD-D1CB-JU61G17-L11 1729.94 C CATN7-12-XD-D1CB-JU61R17-L11 2223.32 O

2 2 1 30 CATN7-12-XD-D1CB-JU61G17-L11 1729.94 C CATN7-12-XD-D1CB-JU61R17-L11 2223.32 O

0
3 2 1 30 CATN7-16-XD-D1DB-JU61G17-L11 1774.51 C CATN7-16-XD-D1DB-JU61R17-L11 2268.93 O

5 2 1 30 CATN7-16-XD-D1DB-JU61G17-L11 1774.51 C CATN7-16-XD-D1DB-JU61R17-L11 2268.93 O

1
7.5 2 1 30 CATN7-37-XD-D1ED-JU61G17-L11 1950.71 C CATN7-37-XD-D1ED-JU61R17-L11 2445.13 O

10 2 1 30 CATN7-37-XD-D1ED-JU61G17-L11 1950.71 C CATN7-37-XD-D1ED-JU61R17-L11 2445.13 O

2

15 2 1 30 CATN7-43-XD-D1FD-JU61G17-L11 1995.29 C CATN7-43-XD-D1FD-JU61R17-L11 2488.66 O

20 2 1 30 CATN7-43-XD-D1FD-JU61G17-L11 1995.29 C CATN7-43-XD-D1FD-JU61R17-L11 2488.66 O

25 2 1 60 CATN7-43-XD-D1FD-JU62G17-L11 2127.96 C CATN7-43-XD-D1FD-JU62R17-L11 2621.34 O

3

30 2 1 60 CATN7-85-XD-EGE-JU62G17-L11 2763.34 D3 CATN7-85-XD-EGE-JU62R17-L11 3654.74 O

40 2 1 60 CATN7-85-XD-EGE-JU62G17-L11 2763.34 D3 CATN7-85-XD-EGE-JU62R17-L11 3654.74 O

50 2 1 100 CATN7-85-XD-EGE-JU63G17-L11 2894.98 D3 CATN7-85-XD-EGE-JU63R17-L11 3786.38 O

Full Voltage Non-Reversing 
(FVNR) Features include:
• NEMA-sized CAN7 

contactor
• Three-Phase CEP7 

Electronic Overload Relay
• Control Circuit Transformer
• Hand-Off-Auto (H-O-A)

selector switch
• Red Run pilot light
• 2-NO and 1-NC auxiliaries 

for customer use
• Class CC Fuse holder as 

fused primary of CCT
• UL98 non-fusible L11 

disconnect switch 
• Reset pushbutton

ThisÊitemÊisÊavailableÊinÊthe

ORANGEÊEÊÊPRESS
3-dayÊshippingÊprogram

➊  HP and NEMA size selection shown for 460V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➋  Contactors are equipped with number and type of auxiliaries 
indicated. See page C108 to order additional or different 
auxiliary contacts.

➌  Fusible combo starter uses the L11 Disconnect. Fuse clips 
accept “J” type fuses. Power fuses not supplied. 

➍  A Red and Yellow Handle may be selected instead of the 
standard Black handle. Change “JF” to “LF” in catalog 
number.

➎  HP and NEMA size selection shown for 575V ratings only. 
Contact your Sprecher + Schuh representative for other 
voltage application.

➏ Dimensional information starts on page C122.

www.sprecherschuh.com/ecatalog - All pricing shown in US dollars - FY20

This page has moved.

See new NEMA Starters Section starting at page 101.1


